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Section 1.0 Signature Page 
 
This report, entitled “Asbestos Inspection Report”, has been prepared at the request of the Jake 
Epperson of Gill Group.  The inspection was conducted by and the report was prepared and reviewed by 
the undersigned Environmental Professional(s). 
 

 
Inspection Conducted by: 

 
License # 

 
Signature(s) 

 
Date 

Christy Brabham Smith 
 

BI-00472  
NC 12659 
TN 87507 
  

3/31/2026 

Rebecca Shane Halvorson  R. Shane Halvorson 3/31/2026 

Report Prepared by:    

Christy Brabham Smith 
 

BI-00472  
NC 12659 
TN 87507 
  

4/7/2026 

Report Reviewed by:    

Christy Brabham Smith  BI-00472  
NC 12659 
TN 87507 
  

4/7/2026 
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Section 2.0 Cover Letter  
 
 

COMPLIANCE CENTRE 
E n v i r o n m e n t a l  ●  S a f e t y  ●  R e g u l a t o r y   

 

 
April 7, 2026 
 
Gill Group 
2100 Gill Plaza Drive, Suite B 
Dexter, MD  63841 
 
Jake Epperson 
Director of Environmental Services 
jake.epperson@gillgroup.com 
 
Assessment Completed on  
Manning Gardens 
214 Alfred Henry Street 
Manning, SC 29102 
 
Dear Mr. Epperson: 
  
Compliance Centre has completed a pre-construction asbestos survey of the apartment buildings 
located at 214 Alfred Henry Street in Manning, SC. There are twenty (20) buildings with fifty (50) units 
total. There are one bedroom, two bedroom, three bedroom and four bedroom apartments in the 
complex. All units were inspected during the survey, including the office building (7) that includes an 
office, a conference room, a meeting facility, a bathroom, custodial office and storage and a laundry 
room.  The apartments were constructed in 1978.  
 
Exterior finishes include asphalt shingle roofs, brick façade, hardiplank façade and concrete slab 
foundations.  Interior finishes include sheetrock ceilings with texture, sheetrock walls with texture, 
wood baseboard, vinyl covebase, linoleum, vinyl composite tile, luxury vinyl plank, peel and stick vinyl, 
carpet on padding and glued carpet. All buildings were constructed in 1978 and appear to have been 
renovated with similar building materials.  
 
The inspection was completed on March 31, 2026 by SCDES licensed Asbestos Inspectors.  The 
inspection process included a review of available records for specification of asbestos containing 
material (ACM), a visual inspection of the subject facility(s) to identify suspect materials, collection of 
suspect ACM bulk samples, a physical assessment of the condition and location of suspect ACM and 
laboratory analysis of bulk samples for asbestos.  Samples were analyzed by a NVLAP-accredited ACM 
laboratory using PLM EPA/600/R-93/116 method. In accordance with SCDES Regulation 61-86.1, 
negative results for non-friable organically bound materials (NOB) shall be verified with at least one TEM 
analysis. NOBs include flooring, roofing, mastics, adhesives, caulks and glazing. 
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The following materials were identified as having more than 1% asbestos: 

 
The tile must be removed by a licensed asbestos abatement contractor in accordance with EPA, SCDES 
and OSHA regulations prior to demolition or renovation activities beginning. The mastic contains less 
than 1% asbestos. It is not regulated by EPA or SCDES. However, the contractor must comply with OSHA 
standards for training, respiratory protection and medical surveillance.   
 
The contractor must be licensed by South Carolina Department of Environmental Services as an 
Asbestos Contractor. A permit application must be submitted to SCDES. The permit must be posted in a 
conspicuous location on the job site. Application timelines are as follows: 
 

Project Type / Size Minimum Required Notification Period 

Demolition 10 Working Days 

NESHAP Removal (> or = 160 sf, 260 lf, 35 cf) 10 Working Days 

Small Removal (> sf, but <160 sf, 260 lf, 35 cf) 4 Working Days 

Minor Removal (< or = 25 sf) 2 Working Days 

Non-Friable NEHSAP Sized Removal (non-friable > or + 
160 sf, 260 lf, 35 cf) 

4 Working Days 

 
The following materials were identified as having less than 1% asbestos: 

 
These materials are not regulated by EPA or SCDES. However, the contractor disturbing these materials 
is still subject to OSHA standards for employee protection, training and medical surveillance.  
 
Abatement / demolition contractors and bidders are responsible for their own calculations and 
estimates of quantities. Actual quantities may be more or less than indicated in this report. 

Suspect 
Mat. 
No. 

Material 
Description 

 

Cat. 
(S,T,
M) 

Location 
 

Present 
Cond. 

Percent 
Asbestos 

Analysis 
Method 

19A-C 
Bottom layer 12x12 

VCT 
M 13 G / NF 5.1% - tile 

PLM 
EPA/600/R-

93/116  

21A-C 
Bottom layer 12x12 

VCT 
M 

3A, 3C, 3D – in 
kitchen 

G / NF 9.1% - tile 
PLM 

EPA/600/R-
93/116  

Suspect 
Mat. 
No. 

Material 
Description 

 

Cat. 
(S,T,
M) 

Location 
 

Present 
Cond. 

Percent 
Asbestos 

Analysis 
Method 

16A-C 
VCT under hot 

water heater12x12 
VCT mastic 

M 20D G / NF 
<1% - 
mastic 

PLM 
EPA/600/R-

93/116 & TEM 

19A-C 
Bottom layer 12x12 

VCT mastic 
M 13 G / NF 

0.47% - 
mastic 

PLM 
EPA/600/R-

93/116  

21A-C 
Bottom layer 12x12 

VCT mastic 
M 

3A, 3C, 3D – in 
kitchen 

G / NF 
0.58% - 
mastic 

PLM 
EPA/600/R-

93/116  
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The report findings are enclosed, along with an Executive Summary.  If after reviewing the report, you 
have questions, please do not hesitate to contact the undersigned at 803-772-1430.  
 
Sincerely,  

 

 
Christy Brabham Smith, MEERM, CSP, CHMM, CIEC, RIHP 
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Section 3.0 Executive Summary 
 
Section 3.1  Scope and Purpose 
 
Before a facility or a portion of a facility is renovated or demolished, the owner/operator of the facility 
or renovation or demolition activity must ensure that the facility or portion of the facility being 
renovated or demolished has been thoroughly inspected for the presence of asbestos. The inspection 
must be performed by a person who has been trained and licensed as an Asbestos Building Inspector or 
management planner in accordance with State training and licensing requirements. 
 
The inspector must identify, quantify, and assess the condition of all suspect asbestos-containing 
material, either friable or non-friable, on interior and exterior portions of the facility. The inspector must 
also comply with the procedures specified in Regulation 61-86.1 VI D. In addition, the inspector is 
required to prepare a written report detailing the findings of the inspection. At a minimum, the report 
must include information required in Regulation 61-86.1 VI C. A legible copy of the building inspection 
report must be provided to the Department prior to each demolition, and upon request for renovations. 
This inspection was completed in an effort to satisfy the National Emission Standard for Hazardous Air 
Pollutants (NESHAP) and Regulation 61-86.1 that an owner/operator shall ensure that a building 
inspection, to detect the presence of asbestos-containing material (ACM), has been performed prior to 
any renovation or demolition activity at a regulated facility. 
 
Under Regulation 61-86.1, Section VI.A.6., an inspection cannot have been performed more than three 
years prior to a renovation or demolition activity. If more than three years have elapsed since the most 
recent inspection, the previous inspection shall be confirmed and verified by a licensed building 
inspector and/or management planner. 
 
Compliance Centre’s licensed Asbestos Inspector completed the inspection in accordance with 
procedures specified in 40 CFR, 763.86 and SCDHEC Regulation 61-86.1, to include a review of available 
records for specification of asbestos containing material, (such as property records), a visual inspection 
of the subject facility(s) to identify suspect materials, a physical assessment of the condition and 
location of suspect material and collection of representative bulk samples for each type of suspect 
material identified (thermal system insulation, surfacing and miscellaneous).  Samples will be analyzed 
by a NIST-certified laboratory for asbestos type and percentage.  This report has been prepared in 
accordance with 40 CFR, 763.85(a)(4), Asbestos Hazard Emergency Response Act (AHERA), Title II of the 
Toxic Substance Control Act (TSCA) and SCDHEC Regulation 61-86.1, 40 CFR 61.  
 
This survey was also completed to satisfy and complied with ASTM E2356-18 Standard Practice for 
Comprehensive Building Asbestos Surveys.  The survey included all (accessible) spaces within the “limits 
of construction,” as well as adjacent areas where ACM may be disturbed by construction activities. All 
units were included in the visual inspection. Bulk samples were collected from nineteen (19) individual 
units.  
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Section 3.2  Limitations 
 
While every effort was made to identify suspect asbestos containing materials that may be disturbed 
during the renovations and/or demolition, Compliance Centre can make no guarantee that the building 
is asbestos free. Though every effort was made to examine wall cavities and other areas for pipe 
insulation, spray-applied or trowel applied miscellaneous material or other miscellaneous materials and 
other Presumed Asbestos Containing Material (PACM), this survey and report only deals with accessible 
areas of the building. There may be additional inaccessible areas above ceiling, behind walls and below 
floors that become evident during demolition or renovation activities. If suspect materials are found, 
additional asbestos testing may be required. During renovations, if building materials are encountered 
that are not included in the list of non-suspect and/or suspect asbestos containing materials in this 
report, Compliance Centre requests the opportunity to inspect the materials and update this report.  
 

Section 3.3  Sampling Protocol 
 
Under 40 CFR Part 763.86, suspect ACM are divided into three categories: surfacing materials, thermal 
system insulation (commonly referred to as TSI), and miscellaneous materials. Regulation 61-86.1, 
Section VI contains sampling procedures specific to each category of material. 
 
Surfacing material includes, but is not limited to, joint compound, plaster, and painted, troweled on, or 
spray-applied textured material. To remain in compliance with Regulation 61-86.1, surfacing materials 
on exterior and interior portions of a facility shall be sampled according to procedures outlined in 
Regulation 61-86.1, Section VI.D.1. (a)-(c): 

• A licensed asbestos inspector shall collect, in a statistically random manner, a minimum of three 
bulk samples from each homogeneous area of any surfacing that is not assumed to be ACM, and 
shall collect the samples as follows: 

o At least three bulk samples shall be collected from each homogeneous area that is 1,000 
or fewer square feet (sf) or linear feet (Lf) in size. 

o At least five bulk samples shall be collected from each homogeneous area that is greater 
than 1,000 but fewer than or equal to 5,000 sf or Lf. 

o At least seven bulk samples shall be collected from each homogeneous area that is 
greater than 5,000 sf or Lf. 

 
Thermal System Insulation (TSI) is any material that is applied to pipes, fittings, boilers, breeching, 
tanks, ducts, or other facility components for the purpose of preventing heat loss or gain, water 
condensation, or for other purposes.  
 
Miscellaneous Material is any material that is not considered a surfacing material or thermal system 
insulation and includes, but is not limited to, flooring, roofing, mastics, gaskets, cementitious materials, 
caulkings, ceiling tiles, fire doors, wall boards, and flexible duct connections. To remain in compliance 
with Regulation 61-86.1, TSI and miscellaneous materials on exterior and interior portions of a facility 
shall be sampled in accordance with procedures outlined in Regulation 61-86.1, Section VI.D.2: 

• A licensed asbestos inspector shall collect, in a statistically random manner, at least three bulk 
samples from each homogeneous area of TSI and any miscellaneous material that is not 
assumed to be ACM. 

• In accordance with ASTM E2356, and any subsequent amendments and editions, negative 
results for non-friable organically bound material (NOB) shall be verified with at least one TEM 
analysis. 
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• NOBs include flooring, roofing, mastics, adhesives, caulks, and glazing. 
• If an accredited inspector has determined the thermal system insulation to be fiberglass, foam 

glass, rubber, or other non-suspect material, then bulk samples are not required. 
 

Section 3.4  Facility Conditions 
 
The building materials are in good condition.  
 

Section 3.5 Non-Suspect Materials 
 
The following materials were considered non-suspect and were not collected for bulk sample analysis: 

• Vinyl soffet 

• Vinyl windows (no caulk) 

• Cement board siding (Hardiplank) 

• Concrete floor 

• Wood doors 

• Wood covebase 

 
Section 3.6 Asbestos Containing Material 
 
The following materials were identified as having more than 1% asbestos: 

 
The following materials were identified as having less than 1% asbestos: 

 

Suspect 
Mat. 
No. 

Material 
Description 

 

Cat. 
(S,T,
M) 

Location 
 

Present 
Cond. 

Percent 
Asbestos 

Analysis 
Method 

19A-C 
Bottom layer 12x12 

VCT 
M 13 G / NF 5.1% - tile 

PLM 
EPA/600/R-

93/116  

21A-C 
Bottom layer 12x12 

VCT 
M 

3A, 3C, 3D – in 
kitchen 

G / NF 9.1% - tile 
PLM 

EPA/600/R-
93/116  

Suspect 
Mat. 
No. 

Material 
Description 

 

Cat. 
(S,T,
M) 

Location 
 

Present 
Cond. 

Percent 
Asbestos 

Analysis 
Method 

16A-C 
VCT under hot 

water heater12x12 
VCT mastic 

M 20D G / NF 
<1% - 
mastic 

PLM 
EPA/600/R-

93/116 & TEM 

19A-C 
Bottom layer 12x12 

VCT mastic 
M 13 G / NF 

0.47% - 
mastic 

PLM 
EPA/600/R-

93/116  

21A-C 
Bottom layer 12x12 

VCT mastic 
M 

3A, 3C, 3D – in 
kitchen 

G / NF 
0.58% - 
mastic 

PLM 
EPA/600/R-

93/116  
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Section 3.7 Recommendations 
 
Materials identified as containing more than 1% asbestos must be removed by a licensed asbestos 
abatement contractor in accordance with EPA, SCDES and OSHA regulations prior to demolition or 
renovation activities beginning.  
 
The contractor must be licensed by South Carolina Department of Environmental Services as an 
Asbestos Contractor. A permit application must be submitted to SCDES. The permit must be posted in a 
conspicuous location on the job site. Application timelines are as follows: 
 

Project Type / Size Minimum Required Notification Period 

Demolition 10 Working Days 

NESHAP Removal (> or = 160 sf, 260 lf, 35 cf) 10 Working Days 

Small Removal (> sf, but <160 sf, 260 lf, 35 cf) 4 Working Days 

Minor Removal (< or = 25 sf) 2 Working Days 

Non-Friable NEHSAP Sized Removal (non-friable > or + 
160 sf, 260 lf, 35 cf) 

4 Working Days 

 
Materials identified as containing less than 1% asbestos are not regulated by EPA or SCDES. However, 
the contractor disturbing these materials is still subject to OSHA standards for employee protection, 
training and medical surveillance.  
 
Abatement / demolition contractors and bidders are responsible for their own calculations and 
estimates of quantities. Actual quantities may be more or less than indicated in this report. 
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Section 4.0 Asbestos Survey Data  
 

Suspect 
Mat. 
No. 

Material 
Description 

 

Cat. 
(S,T,
M) 

# Samples Location 
 

Present 
Cond. 

Percent 
Asbestos 

Analysis 
Method 

1A-M 
Sheetrock/texture 

ceiling 
M/S 13 

Throughout all 
units / 

buildings - 
ceilings 

G / F ND 
PLM 

EPA/600/R-
93/116  

2A-M 
Sheetrock/texture 

walls 
M/S 13 

Throughout all 
units / 

buildings - 
walls 

G / F ND 
PLM 

EPA/600/R-
93/116  

3A-C Brown covebase M/M 3 
14, 20D, 1A, 

2D, 2F 
G / NF ND 

PLM 
EPA/600/R-

93/116 & TEM 

4A-C Linoleum M/M 3 16 G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

5A-C LVP (grey) M/M 3 

18, 20C, 17, 9, 
12, 1B, 1C, 2B, 
2D, 2E, 2F. 2H, 
4A, 4B, 4C, 4D, 

4E, 4F, 4G 

G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

6A-C Black covebase M/M 3 

18, 20G, 20F, 9, 
7 (maintenance 
office), 12, 1B, 
1C, 1D, 2A, 2B, 
2C, 2E, 4A, 4B, 
4D, 4E, 4F, 4G 

G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

7A-D 12x12 VCT M/M 3 

20A, 20B, 20D, 
20E, 20H, 6, 8, 
10, 2A, 2C, 2E, 

5A, 4C, 4F, 

G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

8A-C White covebase M/M 3 
20A, 20B, 20E, 
20H, 21, 13, 6, 
10, 1B, 2H, 4H 

G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

9A-C 12x12 VCT M/M 3 
19, 7 

(maintenance 
office), 6 

G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

10A-C Grey covebase M/M 3 11 G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

11A-C Blue 12x12 VCT M/M 3 
7 (office and 
bathroom, 

laundry) 
G / NF ND 

PLM 
EPA/600/R-

93/116 & TEM 

12A-C Orange 12x12 VCT M/M 3 
7 (office and 
bathroom, 

laundry) 
G / NF ND 

PLM 
EPA/600/R-

93/116 & TEM 
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Sampling #’s 
Misc = 3 samples (if negative, 1 TEM for NOBs) 
S = <1,000 ft2 = 3; 1000-5000 ft2 = 5; >5,000 ft2 = 7 
TSI = <6 ft2 = 1; > 6ft2 = 3 
Present Condition 
F  = Friable  G = Good (Very localized limited damage) 
NF = Nonfriable D = Damaged (Damage of less than 10% distributed and less than 25% localized) 
   SD = Significantly Damaged (Damage equal to or greater than 10% distributed /    
   25% localized) 
Analysis Method 
PLM = polarized light microscopy 
TEM = transmission electron microscopy 

 

 

13A-C Carpet glue M 3 
7 (office, 

conference, 
meeting room) 

G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

14A-C Bottom layer VCT M/M 3 
7 (office and 
bathroom) 

G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

15A-C 
Dark tan peel and 

stick vinyl 
M/M 3 

7 (maintenance 
storage room) 

G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

16A-C 
VCT under hot 

water heater12x12 
VCT 

M/M 3 20D G / NF 
<1% - 
mastic 

PLM 
EPA/600/R-

93/116 & TEM 

17A-C 12x12 VCT M/M 3 

20G, 4H, 13, 
1B,  2G, 2H, 4H, 

stairwell 
landings in Bldg 

2 and 4 

G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

18A-C 
HVAC duct wrap 
(over fiberglass) 

M 3 20F G / F ND 
PLM 

EPA/600/R-
93/116 & TEM 

19A-C 
Bottom layer 12x12 

VCT 
M/M 3 13 G / NF 

5.1% - tile 
0.47% - 
mastic 

PLM 
EPA/600/R-

93/116  

20A-C Carpet glue M 3 3A, 3C, 3D G / NF ND 
PLM 

EPA/600/R-
93/116 & TEM 

21A-C 
Bottom layer 12x12 

VCT 
M/M 3 

3A, 3C, 3D – in 
kitchen 

G / NF 
9.1% - tile 

0.58% - 
mastic 

PLM 
EPA/600/R-

93/116  

22A-C Brick mortar M 3 
Brick mortar – 

exterior all 
units 

G / NF ND 
PLM 

EPA/600/R-
93/116  

23A-C Shingles and felt M/M 3 
Roofing – all 

units 
G / NF ND 

PLM 
EPA/600/R-

93/116 & TEM 
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Section 4.1 Building Diagram and Field Notes 
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Section 4.2 Photographs 
 
 



Roofing shingles and felt (SM22 and SM23)

SM16 - tile under hot water heaterSM9



Foil over fiberglass on HVAC duct

SM18 in unit 20F Ceramic tile in bathroom in unit 1A



Exterior - brick mortar (SM22) and shingles (SM23)

Vinyl windows - no caulking

Sheetrock ceiling (SM1) and sheetrock wall (SM2)



Sheetrock ceilings and walls (SM1 and SM2) Brown vinyl plank flooring

Black covebase (SM6)



Grey LVP (SM5)

SM5Carpet on pad (no glue)



SM7 - 12x12 VCT

Grey LVP (SM5)

Sheetrock wall (SM2) and brown covebase (SM3)



Blue VCT (SM11) and orange VCT (SM12) Carpet glue (SM13)

Bottom layer VCT (SM19)



Carpet and pad (no glue)

SM7



Rubberized flooring in stairwell (non suspect)

Bottom layer tile (3A, 3C, 3D)

SM18 - HVAC duct wrap in unit 20F



Brick mortar (SM22)

Shingles (SM23)
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Section 5.0 Laboratory Report 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 



EMSL Analytical, Inc.
10801 Southern Loop Blvd Pineville, NC  28134

Tel/Fax: (704) 525-2205 / (704) 525-2382

http://www.EMSL.com / charlottelab@emsl.com

412602171EMSL Order:

Customer ID: COCE62

Customer PO:

Project ID:

Attention: Phone:Christy Smith (803) 315-5316

Fax:Compliance Centre, Inc. (803) 772-1435

Received Date:920 Saint Andrews Rd 04/01/2026 10:10 AM

Analysis Date:Columbia, SC  29210 04/01/2026

Collected Date: 03/31/2026

Project: Manning Garden Apts

Test Report: Asbestos Analysis of Bulk Materials via AHERA Method 40CFR 763 Subpart E 

Appendix E supplemented with EPA 600/R-93/116 using Polarized Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

1A-Texture

412602171-0001

None DetectedCa Carbonate

Mica

Non-fibrous (Other)

60%

5%

35%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

No sheetrock present.

1B-Texture

412602171-0002

None DetectedCa Carbonate

Non-fibrous (Other)

50%

50%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1B-Sheetrock

412602171-0002A

None DetectedNon-fibrous (Other)90%Cellulose10%Brown/Gray/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1C-Texture

412602171-0003

None DetectedCa Carbonate

Mica

Non-fibrous (Other)

70%

5%

25%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

No sheetrock present.

1D-Texture

412602171-0004

None DetectedCa Carbonate

Mica

Non-fibrous (Other)

60%

3%

37%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1D-Sheetrock

412602171-0004A

None DetectedNon-fibrous (Other)90%Cellulose10%Brown/Gray

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1E-Texture

412602171-0005

None DetectedCa Carbonate

Mica

Non-fibrous (Other)

60%

3%

37%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

No sheetrock present.

1F-Texture

412602171-0006

None DetectedCa Carbonate

Non-fibrous (Other)

50%

50%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

No sheetrock present.

1G-Texture

412602171-0007

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

No sheetrock present.

1H-Texture

412602171-0008

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1H-Tape

412602171-0008A

None DetectedNon-fibrous (Other)1%Cellulose99%Beige

Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1H-Joint Compound

412602171-0008B

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1H-Sheetrock

412602171-0008C

None DetectedNon-fibrous (Other)95%Cellulose5%Brown/White

Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1I-Texture

412602171-0009

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling
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Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

1I-Sheetrock

412602171-0009A

None DetectedNon-fibrous (Other)97%Cellulose3%Brown/White

Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1J-Texture

412602171-0010

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

No sheetrock present.

1J-Tape

412602171-0010A

None DetectedNon-fibrous (Other)1%Cellulose99%Beige

Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1J-Joint Compound

412602171-0010B

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1K-Texture

412602171-0011

None DetectedCa Carbonate

Non-fibrous (Other)

20%

80%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

No sheetrock present.

1L-Texture

412602171-0012

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

No sheetrock present.

1L-Tape

412602171-0012A

None DetectedNon-fibrous (Other)1%Cellulose99%Beige

Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1L-Joint Compound

412602171-0012B

None DetectedCa Carbonate

Non-fibrous (Other)

40%

60%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

1M-Texture

412602171-0013

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

ceiling

No sheetrock present.

2A-Texture

412602171-0014

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

No sheetrock present.

2B-Tape

412602171-0015

None DetectedNon-fibrous (Other)1%Cellulose99%Beige

Fibrous

Homogeneous

Sheetrock/texture 

walls

2B-Texture

412602171-0015A

None DetectedCa Carbonate

Non-fibrous (Other)

20%

80%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

Limited sample submitted, results could not be verified.

2B-Sheetrock

412602171-0015B

None DetectedNon-fibrous (Other)95%Cellulose5%Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

2C-Texture

412602171-0016

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

No sheetrock present.

2D-Texture

412602171-0017

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

Gray/White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

No sheetrock present.

2E-Texture

412602171-0018

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

No sheetrock present.
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Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

2E-Joint Compound

412602171-0018A

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

2F-Texture

412602171-0019

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

2F-Sheetrock

412602171-0019A

None DetectedNon-fibrous (Other)90%Cellulose10%Brown/Gray

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

2G-Texture

412602171-0020

None DetectedCa Carbonate

Non-fibrous (Other)

50%

50%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

No sheetrock present.

2H-Texture

412602171-0021

None DetectedCa Carbonate

Non-fibrous (Other)

15%

85%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

Limited sample submitted, results could not be verified.

2H-Sheetrock

412602171-0021A

None DetectedNon-fibrous (Other)95%Cellulose5%Brown/White

Fibrous

Homogeneous

Sheetrock/texture 

walls

2I-Texture

412602171-0022

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

2I-Sheetrock

412602171-0022A

None DetectedNon-fibrous (Other)95%Cellulose5%Brown/Gray/White

Fibrous

Homogeneous

Sheetrock/texture 

walls

2J-Texture

412602171-0023

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

No sheetrock present.

2K-Texture

412602171-0024

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

No sheetrock present.

2K-Tape

412602171-0024A

None DetectedNon-fibrous (Other)1%Cellulose99%Beige

Fibrous

Homogeneous

Sheetrock/texture 

walls

2L-Texture

412602171-0025

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

2L-Tape

412602171-0025A

None DetectedNon-fibrous (Other)1%Cellulose99%Beige

Fibrous

Homogeneous

Sheetrock/texture 

walls

2L-Joint Compound

412602171-0025B

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

2L-Sheetrock

412602171-0025C

None DetectedNon-fibrous (Other)10%Cellulose90%Brown/White

Fibrous

Homogeneous

Sheetrock/texture 

walls

2M-Texture

412602171-0026

None DetectedCa Carbonate

Non-fibrous (Other)

70%

30%

White/Beige

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls

2M-Tape

412602171-0026A

None DetectedNon-fibrous (Other)1%Cellulose99%Beige

Fibrous

Homogeneous

Sheetrock/texture 

walls

2M-Joint Compound

412602171-0026B

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

White

Non-Fibrous

Homogeneous

Sheetrock/texture 

walls
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Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

2M-Sheetrock

412602171-0026C

None DetectedNon-fibrous (Other)20%Cellulose80%Brown/Gray

Fibrous

Homogeneous

Sheetrock/texture 

walls

3A-Cove Base

412602171-0027

None DetectedCa Carbonate

Non-fibrous (Other)

10%

90%

Brown

Non-Fibrous

Homogeneous

Brown covebase

3A-Mastic

412602171-0027A

None DetectedCa Carbonate

Non-fibrous (Other)

15%

85%

White/Beige

Non-Fibrous

Homogeneous

Brown covebase

3B-Cove Base

412602171-0028

None DetectedCa Carbonate

Non-fibrous (Other)

20%

80%

Brown/Gray

Non-Fibrous

Homogeneous

Brown covebase

3B-Mastic

412602171-0028A

None DetectedCa Carbonate

Non-fibrous (Other)

5%

95%

Beige

Non-Fibrous

Homogeneous

Brown covebase

4A-Linoleum

412602171-0029

None DetectedCa Carbonate

Non-fibrous (Other)

20%

65%

Cellulose

Glass

5%

10%

Brown/Beige

Non-Fibrous

Homogeneous

Linoleum

4A-Mastic

412602171-0029A

None DetectedQuartz

Ca Carbonate

Non-fibrous (Other)

2%

5%

93%

Tan

Non-Fibrous

Homogeneous

Linoleum

4B-Linoleum

412602171-0030

None DetectedCa Carbonate

Non-fibrous (Other)

20%

75%

Synthetic

Glass

<1%

5%

Brown/White

Non-Fibrous

Homogeneous

Linoleum

4B-Mastic

412602171-0030A

None DetectedQuartz

Non-fibrous (Other)

10%

90%

Tan/Yellow

Non-Fibrous

Homogeneous

Linoleum

5A

412602171-0031

None DetectedQuartz

Ca Carbonate

Non-fibrous (Other)

2%

15%

68%

Cellulose

Glass

5%

10%

Brown/Beige

Non-Fibrous

Homogeneous

LVP - grey

5B-Luxury Vinyl Plank 

412602171-0032

None DetectedCa Carbonate

Non-fibrous (Other)

40%

58%

Glass2%Gray/White

Non-Fibrous

Homogeneous

LVP - grey

5B-Mastic

412602171-0032A

None DetectedQuartz

Non-fibrous (Other)

15%

85%

Yellow

Non-Fibrous

Homogeneous

LVP - grey

6A-Cove Base

412602171-0033

None DetectedCa Carbonate

Non-fibrous (Other)

10%

90%

Black

Non-Fibrous

Homogeneous

Black covebase

6A-Mastic

412602171-0033A

None DetectedCa Carbonate

Non-fibrous (Other)

3%

97%

Yellow/Clear

Non-Fibrous

Homogeneous

Black covebase

6B-Cove Base

412602171-0034

None DetectedCa Carbonate

Non-fibrous (Other)

15%

85%

Black

Non-Fibrous

Homogeneous

Black covebase

6B-Mastic

412602171-0034A

None DetectedQuartz

Ca Carbonate

Non-fibrous (Other)

10%

5%

85%

Yellow/Clear

Non-Fibrous

Homogeneous

Black covebase

7A-Vinyl Composition 

Tile

412602171-0035

None DetectedCa Carbonate

Non-fibrous (Other)

40%

60%

Tan

Non-Fibrous

Homogeneous

12x12 VCT

7A-Mastic

412602171-0035A

None DetectedCa Carbonate

Non-fibrous (Other)

5%

92%

Cellulose3%Tan

Non-Fibrous

Homogeneous

12x12 VCT

Initial report from: 04/01/2026 15:51:10

Page 4 of 8ASB_PLM_0008_0002 - 2.31 Printed: 4/1/2026  3:51 PM



EMSL Analytical, Inc.
10801 Southern Loop Blvd Pineville, NC  28134

Tel/Fax: (704) 525-2205 / (704) 525-2382

http://www.EMSL.com / charlottelab@emsl.com

412602171EMSL Order:

Customer ID: COCE62

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via AHERA Method 40CFR 763 Subpart E 

Appendix E supplemented with EPA 600/R-93/116 using Polarized Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

7B-Vinyl Composition 

Tile

412602171-0036

None DetectedCa Carbonate

Non-fibrous (Other)

40%

60%

Tan

Non-Fibrous

Homogeneous

12x12 VCT

7B-Mastic

412602171-0036A

None DetectedCa Carbonate

Non-fibrous (Other)

3%

97%

Tan

Non-Fibrous

Homogeneous

12x12 VCT

7C-Vinyl Composition 

Tile

412602171-0036B

None DetectedCa Carbonate

Non-fibrous (Other)

40%

60%

Brown/Tan

Non-Fibrous

Homogeneous

12x12 VCT

7C-Mastic

412602171-0036C

None DetectedCa Carbonate

Non-fibrous (Other)

10%

88%

Cellulose2%Tan

Non-Fibrous

Homogeneous

12x12 VCT

8A-Cove Base

412602171-0037

None DetectedCa Carbonate

Non-fibrous (Other)

30%

70%

White/Beige

Non-Fibrous

Homogeneous

White covebase

8A-Mastic

412602171-0037A

None DetectedQuartz

Non-fibrous (Other)

2%

98%

Brown/Beige

Non-Fibrous

Heterogeneous

White covebase

8B-Cove Base

412602171-0038

None DetectedCa Carbonate

Non-fibrous (Other)

20%

80%

White

Non-Fibrous

Homogeneous

White covebase

8B-Mastic

412602171-0038A

None DetectedCa Carbonate

Non-fibrous (Other)

10%

90%

Fibrous (Other)<1%Brown/Beige

Non-Fibrous

Heterogeneous

White covebase

9A-Vinyl Composition 

Tile

412602171-0039

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

White

Non-Fibrous

Homogeneous

12x12 VCT

9A-Mastic

412602171-0039A

None DetectedQuartz

Non-fibrous (Other)

5%

95%

Cellulose<1%Tan

Non-Fibrous

Homogeneous

12x12 VCT

9B-Vinyl Composition 

Tile

412602171-0040

None DetectedCa Carbonate

Non-fibrous (Other)

30%

70%

Cellulose<1%White

Non-Fibrous

Homogeneous

12x12 VCT

9B-Mastic

412602171-0040A

None DetectedQuartz

Non-fibrous (Other)

10%

90%

Tan/Yellow

Non-Fibrous

Homogeneous

12x12 VCT

10A-Cove Base

412602171-0041

None DetectedCa Carbonate

Non-fibrous (Other)

25%

75%

Gray

Non-Fibrous

Homogeneous

Grey covebase

10A-Mastic

412602171-0041A

None DetectedQuartz

Non-fibrous (Other)

<1%

100%

Beige

Non-Fibrous

Homogeneous

Grey covebase

10B-Cove Base

412602171-0042

None DetectedCa Carbonate

Non-fibrous (Other)

10%

90%

Brown/Gray

Non-Fibrous

Homogeneous

Grey covebase

10B-Mastic

412602171-0042A

None DetectedCa Carbonate

Non-fibrous (Other)

5%

95%

Beige

Non-Fibrous

Homogeneous

Grey covebase

11A-Vinyl Composition 

Tile

412602171-0043

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

Blue

Non-Fibrous

Homogeneous

Blue 12x12 VCT
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Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

11A-Mastic

412602171-0043A

None DetectedQuartz

Non-fibrous (Other)

5%

93%

Cellulose2%Brown/Gray/Tan

Non-Fibrous

Homogeneous

Blue 12x12 VCT

Result includes a small amount of inseparable attached leveler.

11B-Vinyl Composition 

Tile

412602171-0044

None DetectedCa Carbonate

Non-fibrous (Other)

50%

50%

Blue

Non-Fibrous

Homogeneous

Blue 12x12 VCT

11B-Mastic

412602171-0044A

None DetectedCa Carbonate

Non-fibrous (Other)

5%

95%

Cellulose<1%Tan/Yellow

Non-Fibrous

Homogeneous

Blue 12x12 VCT

12A-Vinyl Composition 

Tile

412602171-0045

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

Orange

Non-Fibrous

Homogeneous

Orange 12x12 VCT

12A-Mastic

412602171-0045A

None DetectedQuartz

Ca Carbonate

Non-fibrous (Other)

<1%

2%

98%

Yellow

Non-Fibrous

Homogeneous

Orange 12x12 VCT

12B-Vinyl Composition 

Tile

412602171-0046

None DetectedCa Carbonate

Non-fibrous (Other)

30%

70%

Brown/Tan/Orange

Non-Fibrous

Homogeneous

Orange 12x12 VCT

12B-Mastic

412602171-0046A

None DetectedCa Carbonate

Non-fibrous (Other)

5%

95%

Cellulose<1%Tan/Yellow

Non-Fibrous

Homogeneous

Orange 12x12 VCT

13A

412602171-0047

None DetectedQuartz

Ca Carbonate

Non-fibrous (Other)

2%

2%

96%

Yellow

Non-Fibrous

Homogeneous

Carpet glue

13B

412602171-0048

None DetectedQuartz

Ca Carbonate

Non-fibrous (Other)

<1%

15%

85%

Synthetic<1%Tan/Yellow

Non-Fibrous

Homogeneous

Carpet glue

14A-Vinyl Composition 

Tile

412602171-0049

None DetectedCa Carbonate

Non-fibrous (Other)

15%

85%

Cellulose

Glass

<1%

<1%

Gray

Non-Fibrous

Homogeneous

Bottom layer VCT

14A-Mastic

412602171-0049A

None DetectedCa Carbonate

Non-fibrous (Other)

<1%

100%

Cellulose<1%Yellow

Non-Fibrous

Homogeneous

Bottom layer VCT

14B-Vinyl Composition 

Tile

412602171-0050

None DetectedCa Carbonate

Non-fibrous (Other)

10%

85%

Cellulose

Glass

5%

<1%

Gray/White/Beige

Fibrous

Homogeneous

Bottom layer VCT

14B-Mastic

412602171-0050A

None DetectedCa Carbonate

Non-fibrous (Other)

5%

95%

Tan/Yellow

Non-Fibrous

Homogeneous

Bottom layer VCT

15A-Vinyl Composition 

Tile

412602171-0051

None DetectedCa Carbonate

Non-fibrous (Other)

30%

70%

Tan/Black

Non-Fibrous

Homogeneous

Dark tan Peel/Stick 

VCT

15A-Mastic

412602171-0051A

None DetectedCa Carbonate

Non-fibrous (Other)

10%

90%

White

Non-Fibrous

Homogeneous

Dark tan Peel/Stick 

VCT

15B-Vinyl Composition 

Tile

412602171-0052

None DetectedCa Carbonate

Non-fibrous (Other)

30%

70%

Cellulose<1%Black/Beige

Non-Fibrous

Homogeneous

Dark tan Peel/Stick 

VCT

15B-Mastic

412602171-0052A

None DetectedCa Carbonate

Non-fibrous (Other)

10%

90%

Cellulose<1%White

Non-Fibrous

Homogeneous

Dark tan Peel/Stick 

VCT
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Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

16A-Vinyl Composition 

Tile

412602171-0053

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

Brown

Non-Fibrous

Homogeneous

VCT under hot water 

heater

16A-Mastic

412602171-0053A

<1% ChrysotileCa Carbonate

Non-fibrous (Other)

15%

85%

Tan/Black

Non-Fibrous

Heterogeneous

VCT under hot water 

heater

16B-Vinyl Composition 

Tile

412602171-0054

None DetectedCa Carbonate

Non-fibrous (Other)

40%

60%

Brown

Non-Fibrous

Homogeneous

VCT under hot water 

heater

16B-Mastic

412602171-0054A

<1% ChrysotileCa Carbonate

Non-fibrous (Other)

10%

85%

Cellulose

Hair

5%

<1%

Brown/Tan/Black

Non-Fibrous

Homogeneous

VCT under hot water 

heater

17A

412602171-0055

None DetectedCa Carbonate

Non-fibrous (Other)

60%

40%

Gray/Beige

Non-Fibrous

Homogeneous

12x12 VCT

17B

412602171-0056

None DetectedCa Carbonate

Non-fibrous (Other)

50%

50%

Brown/Tan

Non-Fibrous

Homogeneous

12x12 VCT

18A-Wrap

412602171-0057

None DetectedNon-fibrous (Other)80%Cellulose20%Brown/Tan/Silver

Fibrous

Heterogeneous

HVAC wrap

Result includes inseparable attached mastic.

18A-Insulation

412602171-0057A

None DetectedNon-fibrous (Other)1%Glass99%Yellow

Fibrous

Homogeneous

HVAC wrap

18B-Wrap

412602171-0058

None DetectedNon-fibrous (Other)60%Cellulose

Glass

40%

<1%

Brown/Tan/Silver

Fibrous

Heterogeneous

HVAC wrap

Result includes a small amount of inseparable attached mastic.

18B-Insulation

412602171-0058A

None DetectedNon-fibrous (Other)1%Glass99%Yellow

Fibrous

Homogeneous

HVAC wrap

18C-Wrap

412602171-0059

None DetectedNon-fibrous (Other)40%Cellulose60%Brown/Tan/Silver

Fibrous

Homogeneous

HVAC wrap

18C-Insulation

412602171-0059A

None DetectedNon-fibrous (Other)1%Glass99%Yellow

Fibrous

Homogeneous

HVAC wrap

19A-Vinyl Composition 

Tile

412602171-0060

2% ChrysotileCa Carbonate

Non-fibrous (Other)

15%

83%

Beige

Non-Fibrous

Homogeneous

Bottom layer 12x12 

VCT

19A-Mastic

412602171-0060A

2% ChrysotileNon-fibrous (Other)98%Black

Non-Fibrous

Homogeneous

Bottom layer 12x12 

VCT

19B-Vinyl Composition 

Tile

412602171-0061

Positive Stop (Not Analyzed)Bottom layer 12x12 

VCT

19B-Mastic

412602171-0061A

Positive Stop (Not Analyzed)Bottom layer 12x12 

VCT

20A

412602171-0062

None DetectedQuartz

Non-fibrous (Other)

10%

88%

Cellulose2%Yellow/Clear

Non-Fibrous

Heterogeneous

Carpet glue

Initial report from: 04/01/2026 15:51:10
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EMSL Analytical, Inc.
10801 Southern Loop Blvd Pineville, NC  28134

Tel/Fax: (704) 525-2205 / (704) 525-2382

http://www.EMSL.com / charlottelab@emsl.com

412602171EMSL Order:

Customer ID: COCE62

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via AHERA Method 40CFR 763 Subpart E 

Appendix E supplemented with EPA 600/R-93/116 using Polarized Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

20B

412602171-0063

None DetectedQuartz

Non-fibrous (Other)

10%

90%

Yellow/Clear

Non-Fibrous

Homogeneous

Carpet glue

21A

412602171-0064

2% ChrysotileQuartz

Ca Carbonate

Non-fibrous (Other)

<1%

15%

83%

Gray/Yellow/Beige

Non-Fibrous

Heterogeneous

Bottom layer 12x12 

VCT

Result includes a small amount of inseparable attached mastic/leveler.

21B-Vinyl Composition 

Tile

412602171-0065

Positive Stop (Not Analyzed)Bottom layer 12x12 

VCT

21B-Mastic

412602171-0065A

2% ChrysotileCa Carbonate

Non-fibrous (Other)

10%

88%

Cellulose<1%Black

Non-Fibrous

Homogeneous

Bottom layer 12x12 

VCT

22A

412602171-0067

None DetectedQuartz

Non-fibrous (Other)

40%

60%

Gray

Non-Fibrous

Homogeneous

Brick mortar

22B

412602171-0068

None DetectedQuartz

Non-fibrous (Other)

60%

40%

Gray

Non-Fibrous

Homogeneous

Brick mortar

22C

412602171-0068A

None DetectedQuartz

Non-fibrous (Other)

60%

40%

Gray

Non-Fibrous

Homogeneous

Brick mortar

23A-Shingle

412602171-0069

None DetectedQuartz

Ca Carbonate

Non-fibrous (Other)

2%

30%

53%

Glass15%Brown/Gray/Black

Fibrous

Homogeneous

Shingles / felt

23A-Felt

412602171-0069A

None DetectedNon-fibrous (Other)5%Cellulose95%Black

Fibrous

Homogeneous

Shingles / felt

23B-Shingle

412602171-0070

None DetectedQuartz

Ca Carbonate

Non-fibrous (Other)

2%

15%

78%

Glass5%Gray/Black

Non-Fibrous

Homogeneous

Shingles / felt

23B-Felt

412602171-0070A

None DetectedNon-fibrous (Other)20%Cellulose80%Black

Fibrous

Homogeneous

Shingles / felt

Analyst(s)

Ashley Hill (49)

Ingrid Patrick (31)

Kelsie Dwyer (45)

Lee Plumley, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis. Interpretation and use of test results are the responsibility of the client. This report relates only to the samples reported above, and may not be 

reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities or analytical method limitations. The report reflects the samples as received. 

Results are generated from the field sampling data (sampling volumes and areas, locations, etc.) provided by the client on the Chain of Custody. Samples are within quality control criteria and met 

method specifications unless otherwise noted. The above analyses were performed in general compliance with Appendix E to Subpart E of 40 CFR (previously EPA 600/M4-82-020 “Interim Method”) 

but augmented with procedures outlined in the 1993 (”final”) version of the method.  This report must not be used by the client to claim product certification, approval, or endorsement by NVLAP, NIST 

or any agency of the federal government. Non-friable organically bound materials present a problem matrix and therefore EMSL recommends gravimetric reduction prior to analysis. Unless requested 

by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Estimation of uncertainty is available on request.

Samples analyzed by EMSL Analytical, Inc. Pineville, NC NVLAP Lab Code 200841-0, VA 3333 00312
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EMSL Analytical, Inc.
10801 Southern Loop Blvd Pineville, NC 28134

Tel/Fax: (704) 525-2205 / (704) 525-2382

http://www.EMSL.com / charlottelab@emsl.com

EMSL Order: 412602171

Customer ID: COCE62

Customer PO:

Project ID:

Attention: Christy Smith Phone: (803) 315-5316

Compliance Centre, Inc. Fax: (803) 772-1435

920 Saint Andrews Rd Received Date: 04/01/2026 10:10 AM

Columbia, SC  29210 Analysis Date: 04/02/2026 - 04/06/2026

Collected Date: 03/31/2026

Manning Garden AptsProject:

Test Report: Asbestos Analysis of Non-Friable Organically Bound Materials by TEM via 

EPA/600/R-93/116 Section 2.5.5.1

Sample ID Description Appearance % Matrix Material % Non-Asbestos Fibers Asbestos Types

3C-Cove Base

412602171-0071

Brown Cove Base Gray

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

3C-Mastic

412602171-0072

Brown Cove Base Beige

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

4C-Linoleum

412602171-0073

Linoleum Brown

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

4C-Mastic

412602171-0074

Linoleum

Insufficient Material

5C-Luxury Vinyl 

Plank

412602171-0075

LVP-Grey Brown

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

5C-Mastic

412602171-0076

LVP-Grey Yellow

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

6C-Cove Base

412602171-0077

Black Cove Base Black

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

6C-Mastic

412602171-0078

Black Cove Base Clear

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

7D-Vinyl 

Composition Tile

412602171-0079

12x12 VCT White

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

7D-Mastic

412602171-0080

12x12 VCT Tan

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

Sample below method recommended minimum weight; analyzed at client’s request.

8C-Cove Base

412602171-0081

White Cove Base White

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

EMSL maintains liability limited to cost of analysis. Interpretation and use of test results are the responsibility of the client. This report relates only to the samples reported above, and may not be 

reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities or analytical method limitations. The report reflects the samples as received. 

Results are generated from the field sampling data (sampling volumes and areas, locations, etc.) provided by the client on the Chain of Custody. Samples are within quality control criteria and met 

method specifications unless otherwise noted. EMSL recommends that samples reported as none detected or <1% undergo additional analysis via PLM to avoid the possibility of false negatives.

Samples analyzed by EMSL Analytical, Inc. Pineville, NC

Report amended: 04/06/2026 15:16:46 Replaces amended report from: 04/02/2026 15:22:39 Reason Code: Client-Additional Analysis

ASB_PLMEPANOB_0012_0002 Printed 4/6/2026  3:20:45PM Page 1 of 4



EMSL Analytical, Inc.
10801 Southern Loop Blvd Pineville, NC 28134

Tel/Fax: (704) 525-2205 / (704) 525-2382

http://www.EMSL.com / charlottelab@emsl.com

EMSL Order: 412602171

Customer ID: COCE62

Customer PO:

Project ID:

Attention: Christy Smith Phone: (803) 315-5316

Compliance Centre, Inc. Fax: (803) 772-1435

920 Saint Andrews Rd Received Date: 04/01/2026 10:10 AM

Columbia, SC  29210 Analysis Date: 04/02/2026 - 04/06/2026

Collected Date: 03/31/2026

Manning Garden AptsProject:

Test Report: Asbestos Analysis of Non-Friable Organically Bound Materials by TEM via 

EPA/600/R-93/116 Section 2.5.5.1

Sample ID Description Appearance % Matrix Material % Non-Asbestos Fibers Asbestos Types

8C-Mastic

412602171-0082

White Cove Base Tan

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

9C-Vinyl 

Compositon Tile

412602171-0083

12x12 VCT White

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

9C-Mastic

412602171-0084

12x12 VCT

Insufficient Material

10C-Cove Base

412602171-0085

Grey Cove Base Brown

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

10C-Mastic

412602171-0086

Grey Cove Base Beige

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

11C-Vinyl 

Composition Tile

412602171-0087

Blue 12x12 VCT Black/Green

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

11C-Mastic

412602171-0088

Blue 12x12 VCT

Insufficient Material

12C-Vinyl 

Composition Tile

412602171-0089

Orange 12x12 VCT Tan

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

12C-Mastic

412602171-0090

Orange 12x12 VCT

Insufficient Material

13C

412602171-0091

Carpet Glue Yellow

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

Sample below method recommended minimum weight; analyzed at client’s request.

14C-Vinyl 

Composition Tile

412602171-0092

Bottom Layer VCT Gray

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

EMSL maintains liability limited to cost of analysis. Interpretation and use of test results are the responsibility of the client. This report relates only to the samples reported above, and may not be 

reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities or analytical method limitations. The report reflects the samples as received. 

Results are generated from the field sampling data (sampling volumes and areas, locations, etc.) provided by the client on the Chain of Custody. Samples are within quality control criteria and met 

method specifications unless otherwise noted. EMSL recommends that samples reported as none detected or <1% undergo additional analysis via PLM to avoid the possibility of false negatives.

Samples analyzed by EMSL Analytical, Inc. Pineville, NC

Report amended: 04/06/2026 15:16:46 Replaces amended report from: 04/02/2026 15:22:39 Reason Code: Client-Additional Analysis

ASB_PLMEPANOB_0012_0002 Printed 4/6/2026  3:20:45PM Page 2 of 4



EMSL Analytical, Inc.
10801 Southern Loop Blvd Pineville, NC 28134

Tel/Fax: (704) 525-2205 / (704) 525-2382

http://www.EMSL.com / charlottelab@emsl.com

EMSL Order: 412602171

Customer ID: COCE62

Customer PO:

Project ID:

Attention: Christy Smith Phone: (803) 315-5316

Compliance Centre, Inc. Fax: (803) 772-1435

920 Saint Andrews Rd Received Date: 04/01/2026 10:10 AM

Columbia, SC  29210 Analysis Date: 04/02/2026 - 04/06/2026

Collected Date: 03/31/2026

Manning Garden AptsProject:

Test Report: Asbestos Analysis of Non-Friable Organically Bound Materials by TEM via 

EPA/600/R-93/116 Section 2.5.5.1

Sample ID Description Appearance % Matrix Material % Non-Asbestos Fibers Asbestos Types

14C-Mastic

412602171-0093

Bottom Layer VCT

Insufficient Material

15C-Vinyl 

Composition Tile

412602171-0094

Dark Tan Peel/Stick VCT Brown

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

15C-Mastic

412602171-0095

Dark Tan Peel/Stick VCT Clear

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

16C-Vinyl 

Composition Tile

412602171-0096

VCT Under Hot Water 

Heater

Tan

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

16C-Mastic

412602171-0097

VCT Under Hot Water 

Heater

Black

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

17C

412602171-0098

12x12 VCT Tan

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

20C

412602171-0099

Carpet Glue Yellow/Clear

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

23C-Shingle

412602171-0100

Shingles/Felt Black

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

23C-Felt

412602171-0101

Shingles/Felt Black

Non-Fibrous

Homogeneous

100.0 None No Asbestos DetectedOther

19C-Vinyl 

Composition Tile

412602171-0102

Bottom Layer 12x12 Gray/White

Non-Fibrous

Homogeneous

94.9 None Chrysotile5.1%Other

19C-Mastic

412602171-0103

Bottom Layer 12x12 Black

Non-Fibrous

Homogeneous

99.53 None Chrysotile0.47%Other

21C-Vinyl 

Composition Tile

412602171-0104

Bottom Layer 12x12 Tan/Beige

Non-Fibrous

Homogeneous

90.9 None Chrysotile9.1%Other

EMSL maintains liability limited to cost of analysis. Interpretation and use of test results are the responsibility of the client. This report relates only to the samples reported above, and may not be 

reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities or analytical method limitations. The report reflects the samples as received. 

Results are generated from the field sampling data (sampling volumes and areas, locations, etc.) provided by the client on the Chain of Custody. Samples are within quality control criteria and met 

method specifications unless otherwise noted. EMSL recommends that samples reported as none detected or <1% undergo additional analysis via PLM to avoid the possibility of false negatives.

Samples analyzed by EMSL Analytical, Inc. Pineville, NC

Report amended: 04/06/2026 15:16:46 Replaces amended report from: 04/02/2026 15:22:39 Reason Code: Client-Additional Analysis
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EMSL Analytical, Inc.
10801 Southern Loop Blvd Pineville, NC 28134

Tel/Fax: (704) 525-2205 / (704) 525-2382

http://www.EMSL.com / charlottelab@emsl.com

EMSL Order: 412602171

Customer ID: COCE62

Customer PO:

Project ID:

Attention: Christy Smith Phone: (803) 315-5316

Compliance Centre, Inc. Fax: (803) 772-1435

920 Saint Andrews Rd Received Date: 04/01/2026 10:10 AM

Columbia, SC  29210 Analysis Date: 04/02/2026 - 04/06/2026

Collected Date: 03/31/2026

Manning Garden AptsProject:

Test Report: Asbestos Analysis of Non-Friable Organically Bound Materials by TEM via 

EPA/600/R-93/116 Section 2.5.5.1

Sample ID Description Appearance % Matrix Material % Non-Asbestos Fibers Asbestos Types

21C-Mastic

412602171-0105

Insufficient Material

19C and 21C analyzed via TEM per client request

  Analyst(s)

Maggie Pasour (13)

Sarah Breneman (16)

Lee Plumley, Laboratory Manager

or other approved signatory

EMSL maintains liability limited to cost of analysis. Interpretation and use of test results are the responsibility of the client. This report relates only to the samples reported above, and may not be 

reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities or analytical method limitations. The report reflects the samples as received. 

Results are generated from the field sampling data (sampling volumes and areas, locations, etc.) provided by the client on the Chain of Custody. Samples are within quality control criteria and met 

method specifications unless otherwise noted. EMSL recommends that samples reported as none detected or <1% undergo additional analysis via PLM to avoid the possibility of false negatives.

Samples analyzed by EMSL Analytical, Inc. Pineville, NC

Report amended: 04/06/2026 15:16:46 Replaces amended report from: 04/02/2026 15:22:39 Reason Code: Client-Additional Analysis
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Bottom Layer 12x12 Black

Non-Fibrous

Homogeneous

None 0.58% Chrysotile99.53 Other
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