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COVER - VICINITY MAP

A-0.00

HJD

WEST YARD LOFTS

1
A-0.00

VICINITY MAP
N.T.S.

DRAWING INDEX
SHEET # SHEET TITLE

A-0.00 VICINITY MAP
A-0.01 EXISTING SITE PLAN
A-0.02 EXISTING UTILITY & TOPOGRAPHIC PLAN
A-0.03 PROPOSED SITE PLAN

A-1.01A PARTIAL 1st FLOOR PLAN
A-1.01B PARTIAL 1st FLOOR PLAN
A-1.02A PARTIAL 2nd FLOOR PLAN
A-1.02B PARTIAL 2nd FLOOR PLAN
A-1.03A PARTIAL 3rd FLOOR PLAN
A-1.03B PARTIAL 3rd FLOOR PLAN
A-1.04A PARTIAL 4th FLOOR PLAN
A-1.04B PARTIAL 4th FLOOR PLAN
A-2.01 EXISTING ONE-BEDROOM UNIT PLANS
A-2.02 EXISTING TWO-BEDROOM UNIT PLANS
A-2.03 EXISTING THREE-BEDROOM UNIT PLANS
A-2.04 DEMO & NEW HANDICAP ONE & TWO BEDROOM UNIT PLANS
A-2.05 DEMO & NEW HANDICAP THREE BEDROOM UNIT PLANS
A-2.06 COMMON AREA PLANS
A-3.01 APARTMENT BUILDING ELEVATIONS
A-3.02 APARTMENT BUILDING ELEVATIONS

UNIT TYPES:
1-BEDROOM/1-BATH UNITS
A1(b) - ANSI TYPE "B" (ADAPTABLE)
A1(a) - ANSI TYPE "A" (HANDICAP)
A2(b) - ANSI TYPE "B" (ADAPTABLE)

2-BEDROOM/1-BATH UNITS
B1(b) - ANSI TYPE "B" (ADAPTABLE)
B1(b)-STP - 1st FLOOR w/ STOOP, ANSI TYPE "B" (ADAPTABLE)
B1(a)-STP - 1st FLOOR, ANSI TYPE "A" (HANDICAP)
B1(b)-4th - 4th FLOOR, ANSI TYPE "B", (ADAPTABLE)

3-BEDROOM/2-BATH UNITS
C1(b) - ANSI TYPE "B" (ADAPTABLE)
C1(b)-STP - 1st FLOOR, ANSI TYPE "B" (ADAPTABLE)
C2(b) - ANSI TYPE "B" (ADAPTABLE)
C2(a) - ANSI TYPE "A" (HANDICAP)
C2(b)-STP - 1st FLOOR, ANSI TYPE "B" (ADAPTABLE)
C2(b)-4th - 4th FLOOR, ANSI TYPE "B", (ADAPTABLE)
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EXISTING SITE PLAN

A-0.01

HJD

1
A-0.01

EXISTING SITE PLAN
1"=30'-0"

SITE INFORMATION:
PARCEL: 4000000178
SITE: 1.59 +/- ACRES
DENSITY: 37.74 UNITS/ACRES
ZONING: NRBD (NAVY BASE REDEVELOPMENT DISTRICT)
SETBACKS: FRONT= 0' MIN.

SIDE = 0' MIN.
REAR = 5' MIN.

EASEMENTS: 15' UTILITY EASEMENT
FLOOD PLAIN: SITE IS IN FEMA FLOOD ZONE AE (10 EL)

NO WETLANDS PRESENT

BUILDINGS: ONE (1) 4-STORY BUILDING
PARKING SPACES:1 SPACE FOR EACH UNIT (REQUIRED)

60 UNITS x 1 = 60 SPACES

SPACES PROVIDED:STANDARD SPACES            = 68 SPACES
+PARALLEL SPACES ON PROPERTY      = 14 SPACES
TOTAL NON-HC PARKING SPACES       = 82 SPACES

HC PARKING:           3 HC SPACES FOR 3 HC UNITS
                                     +                               1 HC SPACE FOR VISITORS

 86 TOTAL SPACES (INCLUDES 4 HC SPACES)

WEST YARD LOFTS

COMMON-A INCLUDES:
LEASING OFFICE
MULTIPURPOSE ROOM
COMPUTER CENTER

SCALE: 1:30

0
15'

30'
60'

POSTAL FACILITY

REFUSE COLLECTION AREA

COMMON-B INCLUDES:
MAINTENANCE OFFICE & STORAGE
EXERCISE FACILITY
LAUNDRY FACILITY

EXISTING CHAINLINK FENCE ON THREE
SIDES OUTSIDE OF PROJECT PROPERTY
LINES

PROJECT MONUMENT SIGN

PROJECT MONUMENT SIGN

COMMERCIAL
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VACANT
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15' UTILITY EASEMENT
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SITE PLAN WITH TOPOGRAPHY AND
UTILITIES

A-0.02

HJD

WEST YARD LOFTS

SCALE: 1:30
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15' UTILITY EASEMENT
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23 2224

F.F.E. 24'+/-

EXISTING WATER LINES TO REMAIN.

SANITARY SEWER LINES TO REMAIN.
SCOPE LINES & REPAIR/REPLACE AS
NEEDED.

EXISTING UNDERGROUND POWER LINES
TO REMAIN.

1
A-0.02

SITE PLAN
w/ TOPO & UTILITIES
1"=30'-0"

EXISTING TRANSFORMER TO REMAIN

EXISTING OVERHEAD POWER LINES

24
24

22

22
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A 1ST FLOOR BUILDING PLAN

A-1.01A

HJD

SCALE: 18 " = 1'-0"

0
4'

8'
16'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
·ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS. (NOT

APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR LAMINATE

FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
·ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
·ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE OUTSIDE (WHERE

POSSIBLE).
·ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED. (NOT

APPLICABLE)
·ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT APPLICABLE)
·ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
·ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
·ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE EXHAUST FAN

& THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A CEILING LIGHT IS NOT
PRESENT, ONE SHALL BE INSTALLED & SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS & BEDROOMS. FAN
& LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

·A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT TO A
RECEPTACLE FOR FUTURE TTY USE.

·A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE) WIRELESS
HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE POSSIBLE (IN

ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE OVERFLOW

LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR & CONCEALED IN

WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING TO PHOTO

METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
·ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
·AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY ENTRANCE

INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT APPLICABLE)
·ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING STANDARDS.
·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE INTACT &

SOLID.
·ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.
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B 1ST FLOOR BUILDING PLAN

A-1.01B

HJD

SCALE: 18 " = 1'-0"

0
4'

8'
16'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS. (NOT

APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR LAMINATE

FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE OUTSIDE (WHERE

POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED. (NOT

APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE EXHAUST FAN

& THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A CEILING LIGHT IS NOT
PRESENT, ONE SHALL BE INSTALLED & SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS & BEDROOMS. FAN
& LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT TO A
RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE) WIRELESS
HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE POSSIBLE (IN

ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE OVERFLOW

LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR & CONCEALED IN

WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING TO PHOTO

METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY ENTRANCE

INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT APPLICABLE)
· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING STANDARDS.
·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE INTACT &

SOLID.
· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE. GROSS (UNDER ROOF) SF =  17110 SQ. FT.
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1st FLOOR PLAN
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A 2ND FLOOR BUILDING PLAN

A-1.02A

HJD

SCALE: 18 " = 1'-0"

0
4'

8'
16'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
·ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS. (NOT

APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR LAMINATE

FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
·ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
·ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE OUTSIDE (WHERE

POSSIBLE).
·ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED. (NOT

APPLICABLE)
·ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT APPLICABLE)
·ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
·ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
·ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE EXHAUST FAN

& THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A CEILING LIGHT IS NOT
PRESENT, ONE SHALL BE INSTALLED & SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS & BEDROOMS. FAN
& LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

·A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT TO A
RECEPTACLE FOR FUTURE TTY USE.

·A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE) WIRELESS
HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE POSSIBLE (IN

ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE OVERFLOW

LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR & CONCEALED IN

WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING TO PHOTO

METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
·ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
·AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY ENTRANCE

INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT APPLICABLE)
·ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING STANDARDS.
·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE INTACT &

SOLID.
·ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.
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GROSS (UNDER ROOF) SF =  20490 SQ. FT.
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MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS. (NOT

APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR LAMINATE

FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE OUTSIDE (WHERE

POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED. (NOT

APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE EXHAUST FAN

& THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A CEILING LIGHT IS NOT
PRESENT, ONE SHALL BE INSTALLED & SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS & BEDROOMS. FAN
& LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT TO A
RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE) WIRELESS
HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE POSSIBLE (IN

ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE OVERFLOW

LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR & CONCEALED IN

WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING TO PHOTO

METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY ENTRANCE

INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT APPLICABLE)
· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING STANDARDS.
·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE INTACT &

SOLID.
· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.
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A 3RD FLOOR BUILDING PLAN

A-1.03A

HJD

SCALE: 18 " = 1'-0"

0
4'

8'
16'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
·ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS. (NOT

APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR LAMINATE

FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
·ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
·ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE OUTSIDE (WHERE

POSSIBLE).
·ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED. (NOT

APPLICABLE)
·ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT APPLICABLE)
·ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
·ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
·ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE EXHAUST FAN

& THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A CEILING LIGHT IS NOT
PRESENT, ONE SHALL BE INSTALLED & SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS & BEDROOMS. FAN
& LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

·A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT TO A
RECEPTACLE FOR FUTURE TTY USE.

·A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE) WIRELESS
HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE POSSIBLE (IN

ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE OVERFLOW

LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR & CONCEALED IN

WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING TO PHOTO

METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
·ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
·AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY ENTRANCE

INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT APPLICABLE)
·ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING STANDARDS.
·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE INTACT &

SOLID.
·ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

GROSS (UNDER ROOF) SF =  20490 SQ. FT.
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B 3RD FLOOR BUILDING PLAN

A-1.03B
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SCALE: 18 " = 1'-0"

0
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MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS. (NOT

APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR LAMINATE

FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE OUTSIDE (WHERE

POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED. (NOT

APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE EXHAUST FAN

& THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A CEILING LIGHT IS NOT
PRESENT, ONE SHALL BE INSTALLED & SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS & BEDROOMS. FAN
& LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT TO A
RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE) WIRELESS
HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE POSSIBLE (IN

ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE OVERFLOW

LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR & CONCEALED IN

WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING TO PHOTO

METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY ENTRANCE

INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT APPLICABLE)
· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING STANDARDS.
·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE INTACT &

SOLID.
· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

1
A-1.03A

PARTIAL
3rd FLOOR PLAN
1/8"=1'-0"
GROSS (UNDER ROOF) SF =  20490 SQ. FT.GROSS (UNDER ROOF) SF =  20490 SQ. FT.
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A 4TH FLOOR BUILDING PLAN

A-1.04A
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SCALE: 18 " = 1'-0"

0
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16'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
·ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS. (NOT

APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR LAMINATE

FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
·ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
·ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE OUTSIDE (WHERE

POSSIBLE).
·ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED. (NOT

APPLICABLE)
·ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT APPLICABLE)
·ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
·ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
·ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE EXHAUST FAN

& THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A CEILING LIGHT IS NOT
PRESENT, ONE SHALL BE INSTALLED & SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS & BEDROOMS. FAN
& LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

·A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT TO A
RECEPTACLE FOR FUTURE TTY USE.

·A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE) WIRELESS
HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE POSSIBLE (IN

ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE OVERFLOW

LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR & CONCEALED IN

WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING TO PHOTO

METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
·ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
·AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY ENTRANCE

INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT APPLICABLE)
·ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING STANDARDS.
·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE INTACT &

SOLID.
·ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.
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PARTIAL
4th FLOOR PLAN
1/8"=1'-0"
GROSS (UNDER ROOF) SF =  18988 SQ. FT.
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B 4TH FLOOR BUILDING PLAN

A-1.04B

HJD

SCALE: 18 " = 1'-0"

0
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16'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS. (NOT

APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR LAMINATE

FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE OUTSIDE (WHERE

POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED. (NOT

APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE EXHAUST FAN

& THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A CEILING LIGHT IS NOT
PRESENT, ONE SHALL BE INSTALLED & SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS & BEDROOMS. FAN
& LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT TO A
RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE) WIRELESS
HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE POSSIBLE (IN

ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE OVERFLOW

LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR & CONCEALED IN

WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING TO PHOTO

METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY ENTRANCE

INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT APPLICABLE)
· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING STANDARDS.
·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE INTACT &

SOLID.
· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.
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A1(b)-1BR/1BATH
UNIT FLOOR PLAN
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A-2.01

A1(a)-1BR/1BATH HANDICAP
UNIT FLOOR PLAN
1/4"=1'-0"

PAINT-TO-PAINT SF = 710 SQ. FT.
NET (HEATED) SF = 751 SQ. FT.

W.I.C.
30 SQ. FT.

BEDROOM
141 SQ. FT.

MECH.
16 SQ. FT.

LAUNDRY
25 SQ. FT.

KITCHEN
70 SQ. FT.

COAT
6 SQ. FT.

ENTRY
17 SQ. FT.

SUNROOM
73 SQ. FT.

LIVING
133 SQ. FT.

DINING
80 SQ. FT.

HALL
52 SQ. FT.

BATH
44 SQ. FT.

PANTRY

W.I.C.
25 SQ. FT.

BEDROOM
142 SQ. FT.

MECH.
9 SQ. FT.

LAUNDRY
31 SQ. FT.

KITCHEN
75 SQ. FT.

COAT
5 SQ. FT.

ENTRY
20 SQ. FT.

SUNROOM
73 SQ. FT.

LIVING
121 SQ. FT.

DINING
81 SQ. FT.

HALL
30 SQ. FT.

BATH
73 SQ. FT.

PANTRY

60" DIA.

W.I.C.
19 SQ. FT.

BEDROOM
136 SQ. FT.

LAUNDRY
26 SQ. FT.

KITCHEN
79 SQ. FT.

COAT
9 SQ. FT.

ENTRY
30 SQ. FT.

SUNROOM
74 SQ. FT.

LIVING
133 SQ. FT.

DINING
89 SQ. FT. BATH

55 SQ. FT.

PANTRY

MECH.
6 SQ. FT.

MECH.
5 SQ. FT.

PAINT-TO-PAINT SF = 710 SQ. FT.
NET (HEATED) SF = 751 SQ. FT.

3
A-2.01

A2(b)-1BR/1BATH
UNIT FLOOR PLAN
1/4"=1'-0" PAINT-TO-PAINT SF = 707 SQ. FT.

NET (HEATED) SF = 748 SQ. FT.
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NOT

EXISTING 1BR UNIT PLANS

A-2.01

HJD

SCALE: 14 " = 1'-0"

0
2'

4'
8'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS.

(NOT APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR

LAMINATE FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL

RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE

OUTSIDE (WHERE POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
· WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED.

(NOT APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT

APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE

EXHAUST FAN & THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A
CEILING LIGHT IS NOT PRESENT, ONE SHALL BE INSTALLED & SWITCHED
ACCORDINGLY.

· CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS &
BEDROOMS. FAN & LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT
TO A RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE)
WIRELESS HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE

POSSIBLE (IN ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE

OVERFLOW LINE OR CUTOFF SWITCH.
· CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR &

CONCEALED IN WALL/CEILING.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING

TO PHOTO METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE

COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY

ENTRANCE INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT
APPLICABLE)

· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING
STANDARDS.

·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE
INTACT & SOLID.

· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

UNIT INTERIOR GENERAL NOTES:
· REPLACE ALL CARPET
· COVER ALL HARD SURFACE FLOORING w/ NEW LVP, UNO.
· REPLACE ALL ELECTRIC WATER HEATERS w/ NEW ELECTRIC WATER HEATER
· REPLACE ALL HVAC INDOOR & OUTDOOR UNITS w/ NEW ELECTRIC INDOOR & OUTDOOR

UNITS.
· REPLACE ALL KITCHEN CABINETS, COUNTERS, & SINKS
· REPLACE ALL KITCHEN APPLIANCES INCLUDING RANGE, REFRIGERATOR (w/ ENERGY STAR

REFRIGERATOR), & RANGE HOOD
· REPLACE ALL VANITY CABINETS, COUNTERS, & IN-COUNTER SINKS.
· REPLACE ALL TOILETS
· REPLACE ALL TUB/SHOWERS
· REPLACE ALL MIRRORS, MEDICINE CABINETS, TOWEL BARS, GRAB BARS, & TISSUE

DISPENSERS
· REPLACE ALL SWITCHES & OUTLETS (INCLUDING COVER PLATES) ELECTRICAL PANELS, &

LIGHT FIXTURES.
· REPLACE ALL SMOKE DETECTORS w/ INTERCONNECTED SMOKE DETECTORS & AT LEAST

ONE INTERCONNECTED SMOKE/CO DETECTOR.
· REPLACE ALL LOCK-SETS
· REPAIR STANDARD INTERIOR DOORS
· REPAINT ENTIRE UNIT



1
A-2.02

B1(b)-2BR/2BATH
UNIT FLOOR PLAN
1/4"=1'-0"

2
A-2.02

B1(a)-2BR/2BATH HANDICAP
UNIT FLOOR PLAN
1/4"=1'-0" PAINT-TO-PAINT SF = 960 SQ. FT.

NET (HEATED) SF = 1007 SQ. FT.

PAINT-TO-PAINT SF = 960 SQ. FT.
NET (HEATED) SF = 1007 SQ. FT.

SUNROOM
73 SQ. FT.

W.I.C.-1
21 SQ. FT.

BEDROOM-1
125 SQ. FT.

KITCHEN
97 SQ. FT.

SUNROOM
73 SQ. FT.

W.I.C.-2
32 SQ. FT.

LAUNDRY
37 SQ. FT. ENTRY

39 SQ. FT.

COAT
6 SQ. FT.

MECH.
9 SQ. FT.

BATH-2
59 SQ. FT.

LVING
134 SQ. FT.BEDROOM-2

171 SQ. FT.

DINING
63 SQ. FT.

BATH-1
60 SQ. FT.

60" DIA.
60" DIA.

PANTRY

W.I.C.-1
17 SQ. FT.

BEDROOM-1
127 SQ. FT.

KITCHEN
93 SQ. FT.

SUNROOM
73 SQ. FT.

W.I.C.-2
25 SQ. FT.

LAUNDRY/MECH.
41 SQ. FT.

ENTRY
32 SQ. FT.

COAT
6 SQ. FT.

MECH.
8 SQ. FT.

BATH-2
56 SQ. FT.

LVING
141 SQ. FT.BEDROOM-2

###########

DINING
77 SQ. FT.

BATH-1
51 SQ. FT.

PANTRY

3
A-2.02

B1(b)-STP 2BR/2BATH PARTIAL
UNIT FLOOR PLAN w/ STOOP
1/4"=1'-0" PAINT-TO-PAINT SF = 960 SQ. FT.

NET (HEATED) SF = 1007 SQ. FT.

SUNROOM
73 SQ. FT.

4
A-2.02

B1(b)-4th 2BR/2BATH PARTIAL
UNIT FLOOR PLAN ON 4th FLOOR
1/4"=1'-0" PAINT-TO-PAINT SF = 960 SQ. FT.

NET (HEATED) SF = 1007 SQ. FT.

B1(a)-STP 2BR/2BATH &
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NOT

EXISTING 2BR UNIT PLANS

A-2.02

HJD

SCALE: 14 " = 1'-0"

0
2'

4'
8'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS.

(NOT APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR

LAMINATE FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL

RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE

OUTSIDE (WHERE POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
· WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED.

(NOT APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT

APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE

EXHAUST FAN & THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A
CEILING LIGHT IS NOT PRESENT, ONE SHALL BE INSTALLED & SWITCHED
ACCORDINGLY.

· CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS &
BEDROOMS. FAN & LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT
TO A RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE)
WIRELESS HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE

POSSIBLE (IN ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE

OVERFLOW LINE OR CUTOFF SWITCH.
· CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR &

CONCEALED IN WALL/CEILING.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING

TO PHOTO METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE

COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY

ENTRANCE INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT
APPLICABLE)

· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING
STANDARDS.

·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE
INTACT & SOLID.

· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

UNIT INTERIOR GENERAL NOTES:
· REPLACE ALL CARPET
· COVER ALL HARD SURFACE FLOORING w/ NEW LVP, UNO.
· REPLACE ALL ELECTRIC WATER HEATERS w/ NEW ELECTRIC WATER HEATER
· REPLACE ALL HVAC INDOOR & OUTDOOR UNITS w/ NEW ELECTRIC INDOOR & OUTDOOR

UNITS.
· REPLACE ALL KITCHEN CABINETS, COUNTERS, & SINKS
· REPLACE ALL KITCHEN APPLIANCES INCLUDING RANGE, REFRIGERATOR (w/ ENERGY STAR

REFRIGERATOR), & RANGE HOOD
· REPLACE ALL VANITY CABINETS, COUNTERS, & IN-COUNTER SINKS.
· REPLACE ALL TOILETS
· REPLACE ALL TUB/SHOWERS
· REPLACE ALL MIRRORS, MEDICINE CABINETS, TOWEL BARS, GRAB BARS, & TISSUE

DISPENSERS
· REPLACE ALL SWITCHES & OUTLETS (INCLUDING COVER PLATES) ELECTRICAL PANELS, &

LIGHT FIXTURES.
· REPLACE ALL SMOKE DETECTORS w/ INTERCONNECTED SMOKE DETECTORS & AT LEAST

ONE INTERCONNECTED SMOKE/CO DETECTOR.
· REPLACE ALL LOCK-SETS
· REPAIR STANDARD INTERIOR DOORS
· REPAINT ENTIRE UNIT



1
A-2.03

C1(b)-3BR/2BATH
UNIT FLOOR PLAN
1/4"=1'-0"

2
A-2.03

C2(b)-1BR/1BATH
UNIT FLOOR PLAN
1/4"=1'-0"

PAINT-TO-PAINT SF =  1093 SQ. FT.
NET (HEATED) SF = 1140 SQ. FT.

PAINT-TO-PAINT SF = 1400 SQ. FT.
NET (HEATED) SF = 1456 SQ. FT.

3
A-2.03

C1(b)-STP-3BR/2BATH
UNIT FLOOR PLAN w/ STOOP
1/4"=1'-0"

BEDROOM-1
154 SQ. FT.

SUNROOM
73 SQ. FT.

PANTRY

ENTRY
34 SQ. FT.

LAUNDRY
26 SQ. FT.

W.I.C.-1
36 SQ. FT.

CLOSET-2
12 SQ. FT.

CLOSET-3
13 SQ. FT.

BEDROOM-2
133 SQ. FT.

BEDROOM-3
100 SQ. FT.

COAT
6 SQ. FT.

LINEN
4 SQ. FT.

BATH-1
49 SQ. FT.

BATH-2
48 SQ. FT.

MECH.
10 SQ. FT.

DINING
89 SQ. FT.

LVING
110 SQ. FT.

HALL
77 SQ. FT.

KITCHEN
70 SQ. FT.

SUNROOM
73 SQ. FT.

BEDROOM-1
157 SQ. FT.

ENTRY
26 SQ. FT.

LAUNDRY
19 SQ. FT.

W.I.C.-1
46 SQ. FT.

CLOSET-2
14 SQ. FT.

BEDROOM-2
175 SQ. FT.

LINEN
5 SQ. FT.

BATH-1
54 SQ. FT.

MECH.
13 SQ. FT.

KITCHEN
123 SQ. FT.

SUNROOM
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BEDROOM-3
176 SQ. FT.

CLOSET-3
14 SQ. FT.

BATH-2
50 SQ. FT.DINING

118 SQ. FT.

LVING
169 SQ. FT.

COAT
7 SQ. FT.

HALL
91 SQ. FT.

PANTRY

BEDROOM-1
157 SQ. FT.

ENTRY
26 SQ. FT.

LAUNDRY
20 SQ. FT.

W.I.C.-1
22 SQ. FT.

CLOSET-2
12 SQ. FT.

BEDROOM-2
177 SQ. FT.

LINEN
5 SQ. FT.

BATH-1
75 SQ. FT.

MECH.
12 SQ. FT.

KITCHEN
124 SQ. FT.

SUNROOM
92 SQ. FT.

BEDROOM-3
178 SQ. FT.

CLOSET-3
13 SQ. FT.

BATH-2
50 SQ. FT.DINING

118 SQ. FT.

LVING
169 SQ. FT.

COAT
7 SQ. FT.

HALL
91 SQ. FT.

PANTRY

60" DIA.

4
A-2.03

C2(b)-STP-2BR/2BATH PARTIAL
UNIT FLOOR PLAN w/ STOOP
1/4"=1'-0"

6
A-2.03

C2(a)-3BR/2BATH HANDICAP
UNIT FLOOR PLAN
1/4"=1'-0"

SUNROOM
92 SQ. FT.

SUNROOM
92 SQ. FT.

5
A-2.03

C2(b)-4th 3BR/2BATH PARTIAL
UNIT FLOOR PLAN ON 4th FLOOR
1/4"=1'-0"

PAINT-TO-PAINT SF =  1093 SQ. FT.
NET (HEATED) SF = 1140 SQ. FT.

PAINT-TO-PAINT SF = 1400 SQ. FT.
NET (HEATED) SF = 1456 SQ. FT.

PAINT-TO-PAINT SF = 1400 SQ. FT.
NET (HEATED) SF = 1456 SQ. FT.

PAINT-TO-PAINT SF = 1400 SQ. FT.
NET (HEATED) SF = 1456 SQ. FT.
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EXISTING 3BR UNIT PLANS

A-2.03

HJD

SCALE: 14 " = 1'-0"

0
2'

4'
8'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS.

(NOT APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR

LAMINATE FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL

RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE

OUTSIDE (WHERE POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
· WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED.

(NOT APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT

APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE

EXHAUST FAN & THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A
CEILING LIGHT IS NOT PRESENT, ONE SHALL BE INSTALLED & SWITCHED
ACCORDINGLY.

· CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS &
BEDROOMS. FAN & LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT
TO A RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE)
WIRELESS HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE

POSSIBLE (IN ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE

OVERFLOW LINE OR CUTOFF SWITCH.
· CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR &

CONCEALED IN WALL/CEILING.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING

TO PHOTO METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE

COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY

ENTRANCE INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT
APPLICABLE)

· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING
STANDARDS.

·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE
INTACT & SOLID.

· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

UNIT INTERIOR GENERAL NOTES:
· REPLACE ALL CARPET
· COVER ALL HARD SURFACE FLOORING w/ NEW LVP, UNO.
· REPLACE ALL ELECTRIC WATER HEATERS w/ NEW ELECTRIC WATER HEATER
· REPLACE ALL HVAC INDOOR & OUTDOOR UNITS w/ NEW ELECTRIC INDOOR & OUTDOOR

UNITS.
· REPLACE ALL KITCHEN CABINETS, COUNTERS, & SINKS
· REPLACE ALL KITCHEN APPLIANCES INCLUDING RANGE, REFRIGERATOR (w/ ENERGY STAR

REFRIGERATOR), & RANGE HOOD
· REPLACE ALL VANITY CABINETS, COUNTERS, & IN-COUNTER SINKS.
· REPLACE ALL TOILETS
· REPLACE ALL TUB/SHOWERS
· REPLACE ALL MIRRORS, MEDICINE CABINETS, TOWEL BARS, GRAB BARS, & TISSUE

DISPENSERS
· REPLACE ALL SWITCHES & OUTLETS (INCLUDING COVER PLATES) ELECTRICAL PANELS, &

LIGHT FIXTURES.
· REPLACE ALL SMOKE DETECTORS w/ INTERCONNECTED SMOKE DETECTORS & AT LEAST

ONE INTERCONNECTED SMOKE/CO DETECTOR.
· REPLACE ALL LOCK-SETS
· REPAIR STANDARD INTERIOR DOORS
· REPAINT ENTIRE UNIT



DEMO & NEW FOR PROPOSED

4
A-2.04

B1(a)-2BR/2BATH HANDICAP
NEW UNIT FLOOR PLAN
1/4"=1'-0"

2
A-2.04

A1(a)-1BR/1BATH HANDICAP
NEW UNIT FLOOR PLAN
1/4"=1'-0"

CABINETS, COUNTERS PLUMBING,
ELECTRICAL & APPLIANCES FOR
KITCHEN

DEMO DASHED ITEMS, TYP.

DEMO EXISTING WALL & INSTALL
w/ NEW DOOR w/ DEADBOLT.
MECHANICAL CLOSET SHALL ONLY
BE ACCESSIBLE TO MAINTENANCE
PERSONNEL

NEW WALLS, DOOR & SHELVING
FOR CLOSET

NEW PLUMBING FIXTURES
INCLUDING TUB/SHOWER, LAV. &
WC.

           INDICATES NEW WALLS

NEW CABINETS, COUNTERS
PLUMBING, ELECTRICAL &
APPLIANCES FOR KITCHEN

DEMO DASHED ITEMS, TYP.

INSTALL NEW 2'-4" DOOR w/
DEADBOLT. MECHANICAL CLOSET
SHALL ONLY BE ACCESSIBLE TO
MAINTENANCE PERSONNEL

NEW WALLS, DOOR & SHELVING
FOR NEW CLOSET

           INDICATES NEW WALLS

NEW LOW-WALL FOR NEW
BAR-TOP @ 3'-10 1

4" FOR 48"
FINISHED HEIGHT A.F.F.

NEW PLUMBING FIXTURES
INCLUDING TUB/SHOWER, LAV. &
WC.

1
A-2.04

A1(a)-1BR/1BATH HANDICAP
UNIT FLOOR PLAN
1/4"=1'-0" PAINT-TO-PAINT SF = 710 SQ. FT.

NET (HEATED) SF = 751 SQ. FT.

3
A-2.04

B1(a)-2BR/2BATH HANDICAP
UNIT FLOOR PLAN
1/4"=1'-0" PAINT-TO-PAINT SF = 960 SQ. FT.

NET (HEATED) SF = 1007 SQ. FT.

CLOSET
18 SQ. FT.

BEDROOM
146 SQ. FT.

MECH.
12 SQ. FT.

LAUNDRY
31 SQ. FT. KITCHEN

71 SQ. FT.

COAT
5 SQ. FT.

ENTRY
23 SQ. FT.

SUNROOM
73 SQ. FT.

LIVING
121 SQ. FT.

DINING
82 SQ. FT.

HALL
31 SQ. FT.

BATH
73 SQ. FT.

PANTRY

60" DIA. 60" DIA.

CLOSET-1
17 SQ. FT.

BEDROOM-1
125 SQ. FT.

KITCHEN
96 SQ. FT.

SUNROOM
73 SQ. FT.

W.I.C.-2
32 SQ. FT.

LAUNDRY
37 SQ. FT. ENTRY

40 SQ. FT.

COAT
6 SQ. FT.

MECH.
11 SQ. FT.

BATH-2
59 SQ. FT.

LVING
134 SQ. FT.BEDROOM-2

###########

DINING
63 SQ. FT.

BATH-1
60 SQ. FT.

60" DIA.
60" DIA.

60" DIA.

PANTRY

DEMO & NEW FOR PROPOSED

PAINT-TO-PAINT SF = 710 SQ. FT.
NET (HEATED) SF = 751 SQ. FT.

3'
-9
"

5'-012"

1'-912"

2'-112"

2'
-2
"

5'-6"

3'-0"

10
1 2
"

2'-625256" 2'-112"

1'
-6
" 3'

-8
"

3'
-0
"

5'-212"

DEMO DASHED ITEMS, TYP.

NEW WALL & ICE-MAKER HOOKUP

2'
-21

2"

PAINT-TO-PAINT SF = 960 SQ. FT.
NET (HEATED) SF = 1007 SQ. FT.
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DEMO AND NEW 1 AND 2 BR HC
UNIT PLANS

A-2.04

HJD

SCALE: 14 " = 1'-0"

0
2'

4'
8'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS.

(NOT APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR

LAMINATE FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL

RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE

OUTSIDE (WHERE POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
· WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED.

(NOT APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT

APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE

EXHAUST FAN & THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A
CEILING LIGHT IS NOT PRESENT, ONE SHALL BE INSTALLED & SWITCHED
ACCORDINGLY.

· CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS &
BEDROOMS. FAN & LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT
TO A RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE)
WIRELESS HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE

POSSIBLE (IN ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE

OVERFLOW LINE OR CUTOFF SWITCH.
· CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR &

CONCEALED IN WALL/CEILING.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING

TO PHOTO METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE

COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY

ENTRANCE INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT
APPLICABLE)

· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING
STANDARDS.

·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE
INTACT & SOLID.

· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

UNIT INTERIOR GENERAL NOTES:
· REPLACE ALL CARPET
· COVER ALL HARD SURFACE FLOORING w/ NEW LVP, UNO.
· REPLACE ALL ELECTRIC WATER HEATERS w/ NEW ELECTRIC WATER HEATER
· REPLACE ALL HVAC INDOOR & OUTDOOR UNITS w/ NEW ELECTRIC INDOOR & OUTDOOR

UNITS.
· REPLACE ALL KITCHEN CABINETS, COUNTERS, & SINKS
· REPLACE ALL KITCHEN APPLIANCES INCLUDING RANGE, REFRIGERATOR (w/ ENERGY STAR

REFRIGERATOR), & RANGE HOOD
· REPLACE ALL VANITY CABINETS, COUNTERS, & IN-COUNTER SINKS.
· REPLACE ALL TOILETS
· REPLACE ALL TUB/SHOWERS
· REPLACE ALL MIRRORS, MEDICINE CABINETS, TOWEL BARS, GRAB BARS, & TISSUE

DISPENSERS
· REPLACE ALL SWITCHES & OUTLETS (INCLUDING COVER PLATES) ELECTRICAL PANELS, &

LIGHT FIXTURES.
· REPLACE ALL SMOKE DETECTORS w/ INTERCONNECTED SMOKE DETECTORS & AT LEAST

ONE INTERCONNECTED SMOKE/CO DETECTOR.
· REPLACE ALL LOCK-SETS
· REPAIR STANDARD INTERIOR DOORS
· REPAINT ENTIRE UNIT



2
A-2.05

C2(a)-3BR/2BATH HANDICAP
NEW UNIT FLOOR PLAN
1/4"=1'-0"

NEW CABINETS, COUNTERS
PLUMBING, ELECTRICAL &
APPLIANCES FOR KITCHEN

DEMO DASHED ITEMS, TYP.

INSTALL NEW DOOR w/
DEADBOLT. MECHANICAL CLOSET
SHALL ONLY BE ACCESSIBLE TO
MAINTENANCE PERSONNEL

NEW WALLS, 1'- 6" DOOR &
SHELVING FOR CLOSET

           INDICATES NEW WALLS

NEW PLUMBING FIXTURES
INCLUDING TUB/SHOWER, LAV. &
WC.

1
A-2.05

C2(a)-3BR/2BATH HANDICAP
UNIT FLOOR PLAN
1/4"=1'-0" PAINT-TO-PAINT SF = 1400 SQ. FT.

NET (HEATED) SF = 1456 SQ. FT.

BEDROOM-1
157 SQ. FT.

ENTRY
26 SQ. FT.

LAUNDRY
20 SQ. FT.

CLOSET-1
13 SQ. FT.

CLOSET-2
11 SQ. FT.

BEDROOM-2
177 SQ. FT.

LINEN
5 SQ. FT.

BATH-1
75 SQ. FT.

MECH.
12 SQ. FT.

KITCHEN
124 SQ. FT.

SUNROOM
92 SQ. FT.

BEDROOM-3
179 SQ. FT.

CLOSET-3
12 SQ. FT.

BATH-2
50 SQ. FT.DINING

118 SQ. FT.

LVING
169 SQ. FT.

COAT
7 SQ. FT.

HALL
91 SQ. FT.

PANTRY

60" DIA.60" DIA.

DEMO & NEW FOR PROPOSED

5'-212"

1'-912"

1'-1"

1'
-1
0"

3'-612"

4'
-01

2"

5'-2" 2'-6"

DEMO DASHED ITEMS, TYP.

NEW WALLS, 3'- 0" DOOR w/
PRIVACY SET

NEW WALLS, 3'- 0" DOOR &
SHELVING FOR CLOSET

PAINT-TO-PAINT SF = 1400 SQ. FT.
NET (HEATED) SF = 1456 SQ. FT.
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DEMO AND NEW 3BR HC UNIT PLANS

A-2.05

HJD

SCALE: 14 " = 1'-0"

0
2'

4'
8'

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS.

(NOT APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR

LAMINATE FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL

RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE

OUTSIDE (WHERE POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
· WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED.

(NOT APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT

APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE

EXHAUST FAN & THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A
CEILING LIGHT IS NOT PRESENT, ONE SHALL BE INSTALLED & SWITCHED
ACCORDINGLY.

· CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS &
BEDROOMS. FAN & LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT
TO A RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE)
WIRELESS HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE

POSSIBLE (IN ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE

OVERFLOW LINE OR CUTOFF SWITCH.
· CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR &

CONCEALED IN WALL/CEILING.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING

TO PHOTO METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE

COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY

ENTRANCE INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT
APPLICABLE)

· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING
STANDARDS.

·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE
INTACT & SOLID.

· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

UNIT INTERIOR GENERAL NOTES:
· REPLACE ALL CARPET
· COVER ALL HARD SURFACE FLOORING w/ NEW LVP, UNO.
· REPLACE ALL ELECTRIC WATER HEATERS w/ NEW ELECTRIC WATER HEATER
· REPLACE ALL HVAC INDOOR & OUTDOOR UNITS w/ NEW ELECTRIC INDOOR & OUTDOOR

UNITS.
· REPLACE ALL KITCHEN CABINETS, COUNTERS, & SINKS
· REPLACE ALL KITCHEN APPLIANCES INCLUDING RANGE, REFRIGERATOR (w/ ENERGY STAR

REFRIGERATOR), & RANGE HOOD
· REPLACE ALL VANITY CABINETS, COUNTERS, & IN-COUNTER SINKS.
· REPLACE ALL TOILETS
· REPLACE ALL TUB/SHOWERS
· REPLACE ALL MIRRORS, MEDICINE CABINETS, TOWEL BARS, GRAB BARS, & TISSUE

DISPENSERS
· REPLACE ALL SWITCHES & OUTLETS (INCLUDING COVER PLATES) ELECTRICAL PANELS, &

LIGHT FIXTURES.
· REPLACE ALL SMOKE DETECTORS w/ INTERCONNECTED SMOKE DETECTORS & AT LEAST

ONE INTERCONNECTED SMOKE/CO DETECTOR.
· REPLACE ALL LOCK-SETS
· REPAIR STANDARD INTERIOR DOORS
· REPAINT ENTIRE UNIT



1
A-2.06

COMMON AREA "A"
FLOOR PLAN
1/4"=1'-0" PAINT-TO-PAINT SF = 712 SQ. FT.

NET (HEATED) SF = 751 SQ. FT.

LAUNDRY
CENTER

119 SQ. FT.

MAINTENANCE
111 SQ. FT.

UNISEX
RESTROOM

35 SQ. FT.

MECH.
10 SQ. FT.

EXERCISE
387 SQ. FT.

STORAGE
31 SQ. FT.

60" DIA.

MULTI-PUPOSE
239 SQ. FT.

RECEPTION
145 SQ. FT.

STORAGE
16 SQ. FT.

OFFICE
137 SQ. FT.

UNISEX
RESTROOM

41 SQ. FT.

MECH.
7 SQ. FT.

COMPUTER
41 SQ. FT.

60" DIA.

2
A-2.06

COMMON AREA "B"
FLOOR PLAN
1/4"=1'-0" PAINT-TO-PAINT SF = 710 SQ. FT.

NET (HEATED) SF = 751 SQ. FT.

LAUNDRY
CENTER

119 SQ. FT.

MAINTENANCE
111 SQ. FT.

UNISEX
RESTROOM

42 SQ. FT. MECH.
10 SQ. FT.

EXERCISE
42 SQ. FT.

STORAGE
31 SQ. FT.

60" DIA.

60" DIA.

2
A-2.06

COMMON AREA "B"
FLOOR PLAN
1/4"=1'-0" PAINT-TO-PAINT SF = 710 SQ. FT.

NET (HEATED) SF = 751 SQ. FT.

DEMO & NEW FOR PROPOSED

2
A-2.06

COMMON AREA "B"
NEW FLOOR PLAN
1/4"=1'-0" PAINT-TO-PAINT SF = 710 SQ. FT.

NET (HEATED) SF = 751 SQ. FT.

NEW HIGH/LOW WATER
FOUNTAIN

DEMO DASHED ITEMS, TYP.

NEW WALLS & 3'- 0" DOOR w/
PRIVACY SET FOR RESTROOM

           INDICATES NEW WALLS

1'
-0
"

HC
DRYER

HC
WASHER

NEW FIXTURES, CABINETRY,
COUNTER & APPLIANCES FOR
BREAK ROOM. DISHWASHER AND
REFRIGERATOR SHALL BE ADA &
ENERGY STAR RATED. SINK SHALL
BE DOUBLE-BOWL REAR-DRAIN w/
KNEE SPACE BELOW

UPDATE REST ROOM w/ NEW
FIXTURES AND GRAB BARS THAT
MEET CURRENT CODES &
REQUIREMENTS

PROVIDE NEW EQUIPMENT.
INCLUDING TWO THAT DO NOT
REQUIRE THE USE OF LOWER
BODY.

PROVIDE NEW COMPUTERS
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"

6'
-0
"

11
'-1
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"
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"

12
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"
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32
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"

1'
-2
"

2'
-11

2"
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-81

2"

2'-512"3'-6"

3'
-6
"

1'
-1
0"

3'
-0
"

3'-0"
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SCALE: 14 " = 1'-0"
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MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
· ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED DOORS.

(NOT APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN OR

LAMINATE FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
· ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER ALL

RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
· ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE

OUTSIDE (WHERE POSSIBLE).
· ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE UNIT.
· WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE RELOCATED.

(NOT APPLICABLE)
· ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT

APPLICABLE)
· ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT APPLICABLE)

3. ELECTRICAL
· ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
· ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/ THE

EXHAUST FAN & THE VANITY LIGHT WIRED TO A SEPARATE SWITCH. IF A
CEILING LIGHT IS NOT PRESENT, ONE SHALL BE INSTALLED & SWITCHED
ACCORDINGLY.

· CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS &
BEDROOMS. FAN & LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

· A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM NEXT
TO A RECEPTACLE FOR FUTURE TTY USE.

· A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL (PRIVATE)
WIRELESS HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE

POSSIBLE (IN ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY CONDENSATE

OVERFLOW LINE OR CUTOFF SWITCH.
· CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR &

CONCEALED IN WALL/CEILING.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING ACCORDING

TO PHOTO METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR STONE

COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
· ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
· AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE PRIMARY

ENTRANCE INTO & OUT OF SENIOR CONGREGATE BUILDINGS. (NOT
APPLICABLE)

· ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT BUILDING
STANDARDS.

·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS SHALL BE
INTACT & SOLID.

· ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

UNIT INTERIOR GENERAL NOTES:
· REPLACE ALL CARPET
· COVER ALL HARD SURFACE FLOORING w/ NEW LVP, UNO.
· REPLACE ALL ELECTRIC WATER HEATERS w/ NEW ELECTRIC WATER HEATER
· REPLACE ALL HVAC INDOOR & OUTDOOR UNITS w/ NEW ELECTRIC INDOOR & OUTDOOR

UNITS .
· REPLACE ALL KITCHEN CABINETS, COUNTERS, & SINKS
· REPLACE ALL KITCHEN APPLIANCES INCLUDING RANGE, REFRIGERATOR (w/ ENERGY STAR

REFRIGERATOR), & RANGE HOOD
· REPLACE ALL VANITY CABINETS, COUNTERS, & IN-COUNTER SINKS.
· REPLACE ALL TOILETS
· REPLACE ALL TUB/SHOWERS
· REPLACE ALL MIRRORS, MEDICINE CABINETS, TOWEL BARS, GRAB BARS, & TISSUE

DISPENSERS
· REPLACE ALL SWITCHES & OUTLETS (INCLUDING COVER PLATES) ELECTRICAL PANELS, &

LIGHT FIXTURES.
· REPLACE ALL SMOKE DETECTORS w/ INTERCONNECTED SMOKE DETECTORS & AT LEAST

ONE INTERCONNECTED SMOKE/CO DETECTOR.
· REPLACE ALL LOCK-SETS
· REPAIR STANDARD INTERIOR DOORS
· REPAINT ENTIRE UNIT



1
A-3.01

FRONT ELEVATION
1/8"=1'-0"    (REAR ELEVATION SIMILAR REVERSED)

10
'-85 8"

10
'-85 8"

NEW FLASHING/COPING
AT TOP OF PARAPET
WALLS, TYP.

VINYL WINDOW, TYP.
REPLACE ALL

REMOVE, REPAIR AS
NEEDED & REINSTALL
METAL WINDOW SHADES,
TYP.

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
·ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED

DOORS. (NOT APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN

OR LAMINATE FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
·ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER

ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
·ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE

OUTSIDE (WHERE POSSIBLE).
·ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE

UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE

RELOCATED. (NOT APPLICABLE)
·ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT

APPLICABLE)
·ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT

APPLICABLE)

3. ELECTRICAL
·ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
·ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/

THE EXHAUST FAN & THE VANITY LIGHT WIRED TO A SEPARATE
SWITCH. IF A CEILING LIGHT IS NOT PRESENT, ONE SHALL BE INSTALLED
& SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS &
BEDROOMS. FAN & LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

·A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM
NEXT TO A RECEPTACLE FOR FUTURE TTY USE.

·A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL
(PRIVATE) WIRELESS HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE

POSSIBLE (IN ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY

CONDENSATE OVERFLOW LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR &

CONCEALED IN WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING

ACCORDING TO PHOTO METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR

STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
·ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
·AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE

PRIMARY ENTRANCE INTO & OUT OF SENIOR CONGREGATE BUILDINGS.
(NOT APPLICABLE)

·ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT
BUILDING STANDARDS.

·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS
SHALL BE INTACT & SOLID.

·ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

10
'-85 8"

NEW TRIM AT WINDOWS &
DOOR IN SIDING, TYP.

NEW PVC BRICK-MOLD
JAMB TRIM AT WINDOWS
& DOORS IN BRICK, TYP.

2
A-3.01

COURTYARD PARKING 
FACING ELEVATIONS
1/8"=1'-0"

NEW FLASHING AT SIDING
TO BRICK TRANSITIONS,
TYP.

POINT/TUCK EXISTING
BRICK & BLOCK VENEER AS
NEEDED

REPAIR METAL HANDRAILS
& GUARDRAILS AS NEEDED,
TYP.

BUILDING EXTERIOR GENERAL NOTES:
· REPAIR GUTTERS & DOWNSPOUTS AS NEEDED.
· REPLACE METAL CLAD INSULATED DOORS
· ADD ANSI COMPATIBLE UNIT/COMMON AREA SIGNAGE
· REMOVE AND REPLACE TOP OF PARAPET

COPING/FLASHING
· REMOVE & REPLACE ALL ROOFS
· REMOVE & REPLACE ALL WINDOWS
· REMOVE & REPLACE ALL WINDOW TRIM
· REMOVE, REPAIR AS NEEDED & REINSTALL ALL

METAL WINDOW SHADES.

9'
-0

"

NEW METAL ACCENT
ROOFS, TYP.

CLEAN, REPAIR, & REPAINT
EXISTING METAL SIDING &
TRIM

10
'-85 8"

10
'-85 8"

NEW FLASHING/COPING
AT TOP OF PARAPET
WALLS, TYP.

VINYL WINDOW, TYP.
REPLACE ALL

REMOVE, REPAIR AS
NEEDED & REINSTALL
METAL WINDOW SHADES,
TYP.

10
'-85 8"

NEW TRIM AT WINDOWS &
DOOR IN SIDING, TYP.

NEW PVC BRICK-MOLD
JAMB TRIM AT WINDOWS
& DOORS IN BRICK, TYP.

NEW FLASHING AT SIDING
TO BRICK TRANSITIONS,
TYP.

POINT/TUCK EXISTING
BRICK & BLOCK VENEER AS
NEEDED

9'
-0

"

NEW METAL ACCENT
ROOFS, TYP.

CLEAN, REPAIR, & REPAINT
EXISTING METAL SIDING &
TRIM

REPAIR METAL HANDRAILS
& GUARDRAILS AS NEEDED,
TYP.

CLEAN, REPAIR, & REPAINT
EXISTING METAL SIDING &
TRIM, TYP.

REMOVE LOW BLOCK
SURROUNDING DOWN
SPOUT, ADD BOLLARD TO
PROTECT DOWNSPOUT
FROM VEHICLES, TYP.

REMOVE LOW BLOCK
SURROUNDING DOWN
SPOUT, ADD BOLLARD TO
PROTECT DOWNSPOUT
FROM VEHICLES, TYP.
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1
A-3.02

COURTYARD RIGHT ELEVATION
1/8"=1'-0"    (COURTYARD LEFT SIMILAR REVERSED)

10
'-85 8"

10
'-85 8"

NEW FLASHING/COPING
AT TOP OF PARAPET
WALLS, TYP.

VINYL WINDOW, TYP.
REPLACE ALL

REMOVE, REPAIR AS
NEEDED & REINSTALL
METAL WINDOW SHADES,
TYP.

MANDATORY REHABILITATION CRITERIA

1. UNIT INTERIORS
·ALL BI-FOLD & ACCORDION DOORS SHALL BE REPLACED w/ HINGED

DOORS. (NOT APPLICABLE)
· SHOE MOLDING SHALL BE INSTALLED IN AREAS WHERE GLUE DOWN

OR LAMINATE FLOORING IS INSTALLED.
· SPLASH PANELS SHALL BE INSTALLED BEHIND ALL RANGES.
· STAIR HANDRAILS SHALL HAVE CONTINUOUS WOOD BLOCKER BOARD.
·ANTI-TIP DEVICES SECURED TO THE FLOOR SHALL BE INSTALLED UNDER

ALL RANGES.
· INTERIOR PAINTING SHALL INCLUDE THE ENTIRE UNIT.

2. PLUMBING
·ALL WATER HEATERS SHALL BE IN AN OVERFLOW PAN & PIPED TO THE

OUTSIDE (WHERE POSSIBLE).
·ALL UNITS SHALL HAVE INDIVIDUAL WATER SHUT OFF VALVES IN THE

UNIT.
·WATER HEATERS UNDER KITCHEN COUNTERTOPS SHALL BE

RELOCATED. (NOT APPLICABLE)
·ALL POLYBUTYLENE ("QUEST") PIPING SHALL BE REPLACED. (NOT

APPLICABLE)
·ALL ORIGINAL CAST IRON P-TRAPS SHALL BE REPLACED. (NOT

APPLICABLE)

3. ELECTRICAL
·ALL RECEPTACLES, SWITCHES & COVER PLATES SHALL BE REPLACED.
·ALL UNITS SHALL HAVE LOOPED SMOKE ALARMS.
· IN BATHROOMS, OVERHEAD CEILING LIGHT SHALL BE SWITCHED w/

THE EXHAUST FAN & THE VANITY LIGHT WIRED TO A SEPARATE
SWITCH. IF A CEILING LIGHT IS NOT PRESENT, ONE SHALL BE INSTALLED
& SWITCHED ACCORDINGLY.

·CEILING FANS w/ LIGHTS SHALL BE INSTALLED IN ALL LIVING ROOMS &
BEDROOMS. FAN & LIGHT SHALL BE WIRED TO A SEPARATE SWITCH.

·A TELEPHONE JACK SHALL BE INSTALLED IN THE PRIMARY BEDROOM
NEXT TO A RECEPTACLE FOR FUTURE TTY USE.

·A CENTRALLY LOCATED PORT SUPPORTING TENANTS PERSONAL
(PRIVATE) WIRELESS HIGH SPEED INTERNET EQUIPMENT, PER UNIT.

4. HEATING & AIR
·HARD DUCT ALL NEW & EXISTING BATHROOM EXHAUST FANS WHERE

POSSIBLE (IN ATTICS).
·EXISTING HVAC AIR HANDLERS SHALL HAVE A SECONDARY

CONDENSATE OVERFLOW LINE OR CUTOFF SWITCH.
·CLOTHES DRYER VENTING SHALL BE HARD DUCTED TO THE EXTERIOR &

CONCEALED IN WALL.

5. SITE WORK
·EXISTING SITE LIGHTING SHALL BE ADEQUATE & FUNCTIONING

ACCORDING TO PHOTO METRIC ANALYSIS SOFTWARE.
·PROPERTY ENTRANCE SHALL HAVE A MONUMENT SIGN w/ BRICK OR

STONE COLUMNS.
· SEWER LINES SHALL BE SCOPED & REPAIRED/REPLACED AS NEEDED.
·PAINTED PIPE BOLLARDS SHALL BE INSTALLED BEHIND ALL DUMPSTERS.

6. MISCELLANEOUS
·ATTIC INSULATION SHALL MEET R-30 MINIMUM VALUE.
·AN AUTOMATIC ACCESSIBLE DOOR OPENER IS REQUIRED FOR THE

PRIMARY ENTRANCE INTO & OUT OF SENIOR CONGREGATE BUILDINGS.
(NOT APPLICABLE)

·ALL TYPE A ACCESSIBLE UNITS SHALL BE BROUGHT TO CURRENT
BUILDING STANDARDS.

·EXISTING FIRE WALLS & DRAFT-STOPS IN ATTICS BETWEEN UNITS
SHALL BE INTACT & SOLID.

·ATTIC ACCESS PANELS SHALL BE LOCKABLE w/ KEYS AVAILABLE.

10
'-85 8"

NEW TRIM AT WINDOWS &
DOOR IN SIDING, TYP.

NEW PVC BRICK-MOLD
JAMB TRIM AT WINDOWS
& DOORS IN BRICK, TYP.

2
A-3.02

COURTYARD PARKING 
FACING ELEVATIONS
1/8"=1'-0"

NEW FLASHING AT SIDING
TO BRICK TRANSITIONS,
TYP.

POINT/TUCK EXISTING
BRICK & BLOCK VENEER AS
NEEDED

REPAIR METAL HANDRAILS
& GUARDRAILS AS NEEDED,
TYP.

BUILDING EXTERIOR GENERAL NOTES:
· REPAIR GUTTERS & DOWNSPOUTS AS NEEDED.
· REPLACE METAL CLAD INSULATED DOORS
· ADD ANSI COMPATIBLE UNIT/COMMON AREA SIGNAGE
· REMOVE AND REPLACE TOP OF PARAPET

COPING/FLASHING
· REMOVE & REPLACE ALL ROOFS
· REMOVE & REPLACE ALL WINDOWS
· REMOVE & REPLACE ALL WINDOW TRIM
· REMOVE, REPAIR AS NEEDED & REINSTALL ALL

METAL WINDOW SHADES.

9'
-0

"

NEW METAL ACCENT
ROOFS, TYP.

CLEAN, REPAIR, & REPAINT
EXISTING METAL SIDING &
TRIM

10
'-85 8"

10
'-85 8"

NEW FLASHING/COPING
AT TOP OF PARAPET
WALLS, TYP.

VINYL WINDOW, TYP.
REPLACE ALL

REMOVE, REPAIR AS
NEEDED & REINSTALL
METAL WINDOW SHADES,
TYP.

10
'-85 8"

NEW TRIM AT WINDOWS &
DOOR IN SIDING, TYP.

NEW PVC BRICK-MOLD
JAMB TRIM AT WINDOWS
& DOORS IN BRICK, TYP.

NEW FLASHING AT SIDING
TO BRICK TRANSITIONS,
TYP.

POINT/TUCK EXISTING
BRICK & BLOCK VENEER AS
NEEDED

9'
-0

" NEW METAL ACCENT
ROOFS, TYP.

CLEAN, REPAIR, & REPAINT
EXISTING METAL SIDING &
TRIM

NEW ROOFTOP HVAC
UNITS. REPAIR EXISTING
STANDS & SCREENS AS
NEEDED, TYP.

NEW ROOFTOP HVAC
UNITS. REPAIR EXISTING
STANDS & SCREENS AS
NEEDED, TYP.

REPAIR BREEZEWAY
WHERE STRUCTURAL
CRACK HAS FORMED (ALL
LEVELS THIS AREA)
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